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ABSTRACT pers |

Aboard the Mariner II spacecraft was a dual-channel microwave
radiometer, which obtained three scans across the planet Venus at
wavelengths of 13.5 and 19 mm. The relationship of the peak tem-
perature values of the three scans supports a hot-surface model for
the planet. Several atmosphere—surface configurations were assumed
in an attempt to match the limb-darkening ratios and temperature
values measured at both wavelengths. The model that agrees most
closely with the data is one that consists of a specular surface and an
isothermal cloud-type layer at a temperature near 350°K. The anomaly
that occurred toward the end of scan 2 was in the same region of
the planet as that observed by the terrestrial measurements at 8 to
14 microns and is consistent with a marked increase in opacity of the
350°K cloud layer in this region. The marked difference between
the 13.5- and 19-mm temperatures indicates the presence of an abrupt
discontinuity in the microwave spectrum of Venus that cannot be due
to uncondensed water vapor and hence requires the presence of a
molecule or molecules in the atmosphere of Venus that condense or
polymerize into liquid form at T > 350°K and exhibit line spectra in
the vicinity of 13.5 mm and shorter.

The magnitude of the relative dielectric coefficient of the surface
is found to lie between 3 and 4. The surface temperature variation
that best fits the data is of the form T, = 700°K + (80 =+=5)°K cos ¢.
An upper limit of ~100 atmospheres for the surface pressure is
obtained for an atmosphere containing 20% CO, and 80% N,.

Akt €
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. BACKGROUND AND CONCEPTION OF THE EXPERIMENT

Previous measurements of the microwave brightness
temperature of the planet Venus have referred to an
average over the planetary disc, because of the poor
spatial resolution of ground-based radio telescopes.
Measurements related to specific regions of the planet
were required in order to substantiate or eliminate some
of the models proposed for the atmosphere and surface
conditions of the planet. ‘

A. The Problem

It was the purpose of this experiment to obtain high-
spatial-resolution measurements of the planet Venus at
two microwave wavelengths, 13.5 and 19 mm. Specifi-
cally, the objectives were:

1. To investigate the variations in intensity at 13.5-
and 19-mm wavelengths from different portions of
the planetary disc, including the daylight and dark
hemispheres, the poles, and the region of the
terminator.

2. To establish the place of origin of, and the radiation
mechanism responsible for, the observed centimeter-
and millimeter-wavelength radiation.

By 1960, the exploration of the solar system was begin-
ning to move at such a pace that thought was being
given to atmospheric entry capsules and soft landers for
the planets. At that time there were a number of models
postulated for Venus, and it was important that the cor-
rect model category be determined and that detailed
information regarding the specific model be obtained.
Some conclusions leading to the hot-surface class of
models had been reached by a majority of the workers in
the field, based upon interpretations of various measure-
ments in a number of wavelength regions. However, diffi-
culties with this class of models motivated a number of
workers to consider nonthermal mechanisms to explain
some of the observations.

B. Ground-Based Observations of Venus

The first observations of the planet Venus at micro-
wave wavelengths were by Mayer, McCullough, and
Sloanaker (Ref. 1) in 1956. Their measurements at 3.15
and 9.4 cm resulted in brightness temperature values of
560 +73°K and 580 +160°K respectively and related
to the dark portion of the planet. These temperatures

were much greater than the 8- to 14-micron temperature
of about 230°K obtained by Petit and Nicholson (Ref. 2)
and later confirmed by Sinton and Strong (Ref. 3). In
addition, the rotational temperature of CO., as deter-
mined from the intensity distribution of the vibration
rotation bands at 7820 and 8689 A obtained by Chamber-
lain and Kuiper (Ref. 4), was about 285°K, based upon
radiation transfer theory. The microwave measurements
obviously referred to a different region of the planet.

The short- centimeter measurements of Mayer et al.
(Ref. 1) caused a number of measurements to be made,
extending from 4 mm to 21 cm. These observations
showed that the brightness temperature of the planet was
approximately 600°K for wavelengths of 3 c¢m and
longer. On the other hand, for wavelengths of 4 and
8 mm, a brightness temperature of 350 to 400°K was
appropriate. If all of the microwave data obtained were
given equal weight, a somewhat confused picture for
the planet resulted.

The several characteristics of the microwave data
stimulated many theoretical investigations that were
related to Venus and directed principally toward defin-
ing the origin of the high-temperature emission. Such
investigations led to models that also predicted the basic
shape of the curve for brightness temperature vs wave-
length, extending from 4 mm to the long-centimeter
region.

Most of the theoretical discussions have either as-
sumed or tried to justify a high-temperature surface as
the origin of the centimeter radio emissions (Refs. 5-9),
but alternative explanations have suggested that the
origin is thermal emission from the ionosphere (Ref. 10),
fluctuating charges on particles in the atmosphere
(Ref. 11), or plasma instabilities in the ionosphere (Refs.
12 and 13). These latter models allowed for cooler sur-
face temperatures. Roberts (Ref. 14) has given a recent
review of these topics.

If one ruled out the dense-ionosphere model, primarily
because of the results of the radar experiments, there still
remained the fluctuating-charge and plasma-instability
models. Though somewhat unrealistic by terrestrial
standards, they were no more unrealistic than the sug-
gested high temperatures of the greenhouse or aelo-
spheric models. It was apparent that as more workers
considered the problem of the microwave temperature
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of Venus, a large number of models would be forth-
coming that would be difficult, if not impossible, to
substantiate definitely or to eliminate by radio or radar
vbservations from the Earth,

C. Development of the Experiment

In 1960, a 4-channel microwave radiometer experi-
ment operating at wavelengths of 4.0, 8.0, 13.5, and
19 mm was proposed and accepted for a NASA flyby
mission by the Jet Propulsion Laboratory (JPL) to the
planet Venus planned for mid-1962. The spacecraft was
designated Mariner A, and, weighing about 1100 Ib, was
to be launched by an Atlas-Centaur. Details of the
experiment and its objectives have been documented
elsewhere (Ref. 15) and consequently will not be re-
viewed in detail here except to list the experimental
objectives (Ref. 16), which were:

1. To establish the place of origin of, and the radiation
mechanism responsible for, the observed centimeter-
and millimeter-wavelength radiation.

2. To investigate the variations in intensity and spec-
trum from different positions of the planetary disc,
including the daylight and dark hemispheres and
the region of the terminator.

3. To place upper limits on the effect of water vapor
on the microwave spectrum.

In the summer of 1961 it became apparent that the
Centaur would not be ready in time to meet the required
launch date, and a smaller spacecraft, which was basi-
cally a modified Ranger type and was designated
Mariner R, was considered. The launch vehicle was to
be an Atlas—Agena. The spacecraft weight was only
447 b, and the total scientific payload was 41 1b.

Several microwave radiometer configurations were
considered for this mission, but it was apparent that any-
thing other than a stripped-down version of the Mar-
iner A instrument would probably not meet schedules.
The possibilities were: one radiometer operating at
4 mm, one at 8 mm, or the dual-channel unit operating
at 13.5 and 19 mm. The dual-channel portion appeared
more attractive than either of the other two instruments
for reasons other than that data at two wavelengths
instead of one would be obtained. It was difficult to justify
the flying of a one-wavelength channel, because many
of the models required a careful comparison of the
relative variation observed at two or more wavelengths.
A system operating at 13.5 and 19 mm would still allow
the first two objectives of the Mariner A experiment to
be largely achieved. The two-channel portion of the
Mariner A experiment was proposed and accepted for
flight on the Mariner R spacecraft. (After launch, the
spacecraft was designated Mariner ]1.)
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il. IMPLEMENTATION OF THE EXPERIMENT

The microwave instrument and the scan system, as  antenna temperature would be perhaps two orders of
well as the interface between the instrument and the  magnitude higher than for the Earth-based type of
data system, are described in this Section. observations, and hence good sensitivity was not an

important criterion.

A. The Microwave Radiometer For this type of radiometer, it can be shown (Ref. 17)

The microwave radiometer flown to Venus on Mar-  that the change in antenna temperature that produces a
iner II was of the crystal video type, operating in the  change in dc output just equal to the rms noise fluctua-
standard Dicke mode of chopping between the main  tions in the output is given by
antenna, pointed at the target, and a reference horn
pointed at cold space. Since the reference horn would AT = ™ 290 F Q)
see very nearly 0°K, the output voltage of the instrument " 8avM. \ kRC
would be proportional to the source temperature seen by
the main antenna. The instrument operated simulta-
neously at wavelengths centered at 19 mm (158 Gec)
and 13.5 mm (22.2 Gc). A block diagram of the radiom-
eter is shown in Fig. 1. Figure 2 shows a back view of Ay = predetection bandwidth
the instrument with the cover removed, and Fig. 3 shows
the instrument mounted on the spacecraft.

where

AT,ns = change in antenna temperature

M. = crystal figure of merit

F = noise figure of audio amplifier

This type of radiometer was far inferior to the conven-

tional ground-based types because of its poor sensitivity,

but since the main antenna beam for this experiment RC = time constant of the low-pass filter at the
was to be essentially filled by the planetary disc, the output of the phase-sensitive detector

k = Boltzmann constant

19—-mm
REFERENCE HORN

l CHANNEL |
19-mm
DIRECTIONAL F{_:%;TT'"E o  19-mm PRE- ELECTRONIC
COUPLER SWITCH DETECTOR AMPLIFIER MODULE >
10db
; ] ) L] 19-mm DATA
135-mm SWITCH DRIVE ANALOG
AND (9-mm 950 cps (1)_8TDPCUST
FEED HORN NOISE
DUPLEXER SOURGE
POWER SUPPLY 2.4-kc POWER INPUT
PARABOLIC 5 l ° L FROM POWER SWITCHING
-mm
REFLECTOR 0
13.5-mm
1050 -cps
TAPER SWITCH DRIVE
i Vo
13.5-mm 13.5-
DIRECTIONAL FEhR'"}’;:‘ 13.5-mm PRE— ELECTRONIC
COUPLER SWITCH DETECTOR AMPLIFIER MODULE  [35_ o >
|0db DATA
} ANALOG
CHANNEL 2 OUTPUT
13.5-mm TO DCS

REFERENCE HORN

Fig. 1. Mariner Il microwave radiometer block diagram
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Fig. 2. Rear view of the radiometer with heat shield removed

For Av = 0.1 v, M, = 180 (at 15.8 Gc¢), Av = 1.6 X 107,
F = 4 db, and RC = 20 sec, one obtains AT, ~ 7°K.
Assuming an antenna efficiency of 0.65 results in a signal-
to-noise ratio of 50 to 1 for a 550°K planet.

The design goal to be achieved for the experiment was
AT, < 8°K for channel 1 (15.8 Ge¢) and < 5°K for
channel 2 (22.2 Gc¢) with predetection bandwidths of 1.58
and 1.5 Ge respectively. The measured value of AT, on
channel 1 was actually better than the design value by
almost a factor of 2, but for channel 2 it was about 50%
higher than the design goal and consequently, to obtain
maximum  sensitivity, the predetection bandwidth was
opened up until it was limited only by the passband of
the ferrite switch, or ~2.5 Ge, thereby causing most of
the spectral features of this channel to be lost.

Had the antenna efficiency been 0.65, the signal-to-
noise ratios would have been ~70 and ~35 for channels 1
and 2 respectively. However, the measured antenna effi-

ciency was far less than this value. With a black body at
~290°K filling the main beam and first side lobe, a
deflection of ~1.0 v was obtained. With AV .. ~0.06 v,
this would give signal-to-noise ratios at Venus of ~32 and
~21 for channels 1 and 2 respectively. Hence, the effi-
ciency was closer to ~0.4. The decrease in efficiency was
found to be primarily due to the diplex feed unit.

A feature of the instrument was a built-in calibration
unit. It consisted of a specially ruggedized 5000°K gas
discharge tube coupled to both channels through direc-
tional couplers, with a taper used in the 13.5-mm channel.
The resulting calibration signal into each channel was
approximately 350°K. This tube was calibrated against an
absorber disc of known temperature and angular size and
served as a secondary calibration source (see Section III).

The output voltage was to vary from +1 v dc for 0°K
input temperature to +6 v dc for approximately an 800°K
input temperature change. The analog voltage output of
cach channel was sampled by the spacecraft Science Data
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Fig. 3. View of the radiometer shown mounted
on the spacecraft

Conditioning System every 20.16 sec to 7-bit accuracy, or
in voltage increments of 0.047 v. The two radiometer data
channels were sampled 9.6 sec apart.

B. Scan Logic

Because of constraints on weight, on power, and, pri-
marily, on time, it was necessary that the scan logic
circuitry obtain the required information regarding the
location of the planet (specifically, the limbs of the planet)
from the microwave radiometer itself. This imposed very
serious constraints on the radiometer, particularly with
regard to noise level, sensitivity, and baseline stability.

Trajectory uncertainties required a system that could
locate and track the planetary disc anywhere within an
arc of = 55 deg about the reference plane that contained
the Earth-probe-Sun angle. The total angle of scan was
chosen to be = 60 deg to allow for at least 2 beamwidths
being off the planet for baseline data. Weight constraints
allowed the scanning mechanism to have only one degree
of freedom, with the subsequent motion in a plane fixed
perpendicular to the probe-Sun line. The duration of time

that the scan plane would intersect the planet was on the
order of 30 min. A compromise, caused by the long time
constant of the instrument, between degree of coverage
of the planetary disc (number of scans) and spatial reso-
lution was necessary. Of necessity, it was decided to have
two scan rates, a search mode of 1 deg/sec and a data
mode of 0.1 deg/sec, the latter corresponding to a little
less than one beamwidth per time constant. Planetary
readings were spaced approximately one beamwidth
apart. The 1 deg/sec rate was a compromise between the
desired goal of obtaining data pertaining to the anti-
subsolar point, the instrument response, and the sampling
logic.

In order to arrive at the scan trigger voltage levels that
would be best adapted to the output of the instrument
(considering the noise level, response time, and sensitivity
of the instrument), assumed antenna efficiencies, planet
temperatures, etc.,, were used to estimate the resulting
output voltages.

Two voltage levels were of interest. That nearest
the zero-input baseline level (chosen to be 1 v) was the
level that had to be attained in order to change the scan-
ning rate from the search mode of 1 deg/sec to the data
mode of 0.1 deg/sec. A higher level had to be exceeded
in order to “arm” the scan reversal logic. After certain
portions of the scan circuitry had been “armed,” six con-
Falazxs
were sufficient to cause the scanning direction to be
changed. As the radiometer beams came back onto the
planet, the level would rise again, “re-arming” the scan
reversal circuitry.

ELy ) [ 1 - s - .
sccutive readings the frst trigger voltage level

The choice of the trigger level had to be a compromise
between output noise level and the expected duration of
time that the output signal was above this during a fast-
scan passage across the disc of the planet. Unfortunately,
it was necessary that this be the case because the radi-
ometer outputs controlled the scan logic only at the
radiometer data sampling times, making the baseline
stability, noise level, and sensitivity of the instrument
very critical.

If for any reason both radiometer outputs were to
remain below 1.5 v for 150-160 sec or longer, the fast-scan
mode would be initiated and the internal calibration
noise tube activated for 120 sec. During this calibration
period, the scan logic would prevent the system from
going automatically into the slow-scan mode. This re-
initiation of the search mode was to insure that as little
data time as possible be lost if a large burst of noise
accidentally triggered the slow-scan mode prior to actual
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acquisition of the planet. Without this feature, the system
would go into slow scan and stay there after a single data
point exceeding 1.5 v. It will be noted later that it was the
combination of the {ast-scan search mode and the fact
that the noise tube did not fire that resulted in the scan
across the sunlit portion of the planet, without which very
little in the way of conclusions regarding models for the
planet could have been made.

In order to estimate the probable output levels that
would occur during the search mode, the voltage into the
integrator was assumed to have a trapezoidal waveform
having slopes compatible with the probable drift scans for
the assumed antenna pattern. The time base of these
waveforms was compatible with the scan rate of 1 deg/
sec and the assumed angular size of the planet. The
brightness temperatures assumed for the planet were in
the vicinity of 250 to 400°K for 13.5 mm and between
400 and 600°K for 19 mm.

The output response of an RC integrator to such a
waveform can be easily shown to be

V() = %{I:t ~ RC <1 e %)] ue)
—[a—wO—RC<1—éJﬁv]Ua—uQ

t-T+ta
~ |:t—T+t0)—RC <1 — ¢ TR )] Ut—T-+t,)

+ |:(t —T) - RC<1 ~ e%FT)] Ut — T)} @)

where U(t) = the Heaviside function

V, = peak value of the trapezoidal voltage
t, = timeto increase fromV =0toV =V,

T = total waveform time base

The value of V,, of course, would be given ideally by
(see Section III)

aGo

Vo=,

Tl(6’ ¢> F(0> ¢') dQ (3)

Qy

and (see Appendix A) where we write V(2) for x(t) and V,
for y(t),

T
C Rt

Vi) = / Vit = o dr )

However, to estimate V,, the equation used was

Vo = ———“if" [ F(6, 0) do (5)
Qv

The value of (G./4r)f,, F(6, ¢) dQ for the center of the
planet was assumed to be ~ 0.65 for both channels. With
o~ 1 v/200°K (antenna temperature), this resulted in
Vo ~ Tv/307 v. At 19 mm, this gave an estimated range
for V, of 1.3 to 1.95 v, and at 13.5 mm, of 0.8 to 1.3 v.
For a 20-sec time constant, this meant that for a 400°K
planet at both 13.5 and 19 mm and for a trigger level
of 0.5 v above the baseline, only after the scan plane
had crossed to about an s/R, value of ~ 0.4 would the
output level be such that the planet would be acquired
with 100% probability.

After the instruments were built and tested, it was
found that the antenna diplexer units were effectively
far less efficient than had been previously assumed. To
offset this factor, it was necessary to increase the elec-
tronic gain. Of course the noise level was increased, and
the baseline drift with temperature was more apparent.

The radiometer flown to Venus had such a resultant
sensitivity at launch that if it were looking at a “black”
disc subtending 13 deg, the output would indicate 1 v
for a disc temperature of 254°K on channel 1 and for
a disc temperature of 279°K on channel 2. This was the
projected secnsitivity at the planet under the predicted
operating temperature environment. Hence, for a 500°K
planet at 19 mm, the value of V, for channel 1 would
have been 2.0 v, and for 400°K at 13.5 mm, V, would
have been ~143 v. With this sensitivity, there was a
probability of 1.0 that the planet would be acquired by
the time s/R, had decreased to 0.7.

Of the available voltage levels, a compromise value of
1.25 v above the baseline level was chosen for the scan
reversal circuitry. This level would be exceeded when
the scan plane was at a dark-side s/R, value of 0.9 for
a 500°K planet on channel 1 and at a dark-side s/R, value
of 0.8 for a 400°K planet on channel 2.

The number of scans that would have been obtained
had the equipment not suffered such large changes in
baseline level and sensitivity would depend upon the
size of the planetary disc at the time of passage and

1See Fig. 15.
28ce Table 4.
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particularly on how soon the planet was “acquired” by
the radiometer. For the actual miss distance that occurred,
assuming the planet to be acquired toward the beginning

of the s/R, = 0.9 scan, the number of scans would have
been ~13 (this includes time spent off the planet during
scan reversal).

Ill. PREFLIGHT CALIBRATIONS

The primary calibration used an absorber disc at ambi-
ent temperature. A secondary calibration was also per-
formed just prior to launch, using a noise tube radiator.
On-off measurements of the Sun were also made. This
Section discusses each of these measurements.

A. The Absorber Disc Calibration

In the past, the calibration of Earth-based radio tele-
scopes has been fairly straightforward, consisting of the
determination of the on-axis gain G, and the antenna
pattern F(6, ¢). One then determines the brightness tem-
perature T, of the planet by measuring its antenna
temperature AT and solving the equation

1
AT, = Eﬁ G(9, ¢) T(6,¢) d

=& [ Fo,9) T(6,4) do ()

" 4,

for Tx(8, ¢) In the case of a microwave radiometer that
has a very broad RF bandwidth the problem is not quite
so simple. One is faced with two additional factors: the
variation in on-axis gain with frequency (which may or
may not exhibit resonance effects) and the RF band-

widths of the various parts of the system must be con-
sidered. In general, radiometers utilize the comparatively
narrow band character of the IF strip as the band-
limiting device, and, because of this, the relative band-
widths of the main feed diplexer, reference horn, and
ferrite switch parts are not required to be known. How-
ever, this was not the case for the type of radiometer
used for the Mariner experiment since there was no IF
strip and all RF bandwidths were made as wide as pos-
sible to increase the sensitivity of the instrument.

Measurements of gain vs frequency were made on the
antenna and diplexer units for serial numbers 3 and 4
(Ref. 18). In the RF passband of the diplexer it was noted
that the antenna gain varied appreciably and the two
units measured differed markedly in RF bandwidth. The
difficulties involved in interpreting the measured gains
in terms of a temperature measurement of Venus were
obvious.

A means of measuring the required instrument char-
acteristics by using a broad band noise source was de-
vised. This involved scanning the radiometer from cold
sky to a disc of material at ambient temperature that had

a reflectivity of zero and an emissivity of one (to within
1%).
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At the frequency v, the received power at the detector
(including the polarization factor of %) due to a source
of brightness temperature T»(6,¢,v) is

P* = g'/ / Tr(0,p,v)v* A(6,¢,v) dv dQ (7)
Q JAv

where k is Boltzmann’s constant and and ¢ is the velocity
of light. Now the effective area of the antenna A(8, ¢, ») is
related to the antenna gain through (Ref. 19):

G 07 > 2
Albgy) = S0 (8)
Hence
P — 4£ / / T(6,6v) Cb,6,) dv do 9)
7o JAv
Since

F(0’¢,v) — A(07¢:V) — G(0>¢)V)

A(v) Golv)

one obtains

p* =£ A A T(60:60) Gal) Flos) dvde (10)

Consider the signal obtained when one looks from cold sky
to a disc absorber of known subtended angle and temper-
ature. Without the disc,

P:‘ = Z’ir—;/ / Tsky(g,(f),v) G()(V) F(0,¢,v) dv dQ
Qp J Av
+ / / To(B,7) Gulv) F(6,0) dv d
Quky-Qp JAV
+ / / Tena(6,0,v) Go (v) F(8,¢,v) dv dQ
47-Quxy J AV

plus instrument radiation terms s (11)

With the disc subtending the solid angle Qp,

P;k = 4L{T1,/ / Go(v) F(6,6,v) dv dQ
& Qp JAv
[ Taols, 6.0 Gl 6, 4,9) dvdo
Qsky-Qp JAv
+ / / Tenalb, ¢, v) GO(V) F(6, ¢v) dv do
4m-Qsky JAv

plus instrument radiation terms} (12)

The difference AP, is then

A

T8, ¢, v] Golv) F(6, ¢, v} dv d2

(13)

/\P*:Lf f rT
LI .

Jo Jan 7

At the planet, the instrument looks at cold space and then
at the planet, resulting in a AP* given by

k

AP o

*
14

XL‘P’/AV [TV(O’ é, V) — Topace(8, ¢, V)] Go(v) F(8, ¢, y) d::j:;

In order to insure the absoluteness of the calibration,
an internal noise source in the form of a gas discharge
tube was incorporated in the instrument. This was ener-
gized during the absorber disc calibrations and at various
times throughout the mission as outlined in Section IV,
Denoting the effective antenna temperature of the cali-
bration signal by T, we have

APC&] = chul Ayeal (].5)

Designating 8 as the ratio of the absorber disc deflection
to that of the internal noise tube, we have

/ [TD — Ta(6, ¢, v)] Go(v) F(8, ¢, v) dv dQ
QpJ Av
47rTcaI Aveal

B =
(16)

Similarly, for the planet,
By =

/ [TV(G’ ¢, v) — Topace(8; &, V)] Go(v) F(6, ¢, v) dv dQ
Qv JAv
4’”Tca1 Avcal

(17)

The B, values for the instrument flown to Venus were
0.174 £0.015 PE and 0.340 +0.024 PE for the 19- and
13.5-mm channels respectively and include two noise tube
changes and a diplexer modification. (Note that what is
measured is a voltage deflection.) The relationship be-
tween the power detected at the crystal and the output
voltage is dependent upon the characteristics of the ampli-
fiers, etc., at the time of the measurement. However, this
applies to both the noise tube signal and the disc or planet
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signals. By taking ratios, this factor cancels out. Denoting
Y = BV/BD’ we have

ﬁ | fA [To(6, 6, 9) — Topace(6s 9 %)] Goly) F(6, 6, v) dv d2

=y L [To — Te(6; &, v)] Golv) F(8, 6, v) dvdQ
p.J AV (18)

If one assumes that the bracketed expressions can be
replaced by T/, and T*, respectively, and further, that the
integration over v results in some G,, F(9, ¢), and
frequency-averaged temperatures, there results simply

[ v

T, =+T)
/ F(8, ¢) dQ
Qv

(19)

The results of the experiment that have been pub-
lished so far used the simple expression in Eq. (19). The
antenna pattern F(8,¢) used was that measured at center
frequency for each of the two channels.

Although only an E-plane antenna pattern was meas-
ured for serial 3, the instrument that was flown to Venus,
the eccentricity of the pattern could not have departed
significantly from those of serial 2 and 4, and these were
found to have an eccentricity of less than 0.24, or a semi-
major to semi-minor axis ratio of less than 1.031. The
dependence of the antenna pattern on ¢ was therefore
neglected.

The tests were performed on top of Table Mountain
at an altitude of about 2.5 km under conditions of very
low relative humidity so that atmospheric radiation,
mainly from water vapor, was small. Table Mountain is
located near Wrightwood, California, at the edge of the
Mojave Desert.

The absorber disc used for the primary calibrations
was 10 ft in diameter and made of plywood covered with a
%-in. sheet of microwave-absorbent material. The disc
was suspended 44 ft above the radiometer so that it sub-
tended an angle of 13 deg. The reference horns were
terminated with microwave absorber to insure that no
ground radiation could enter the reference horns because
of any movement of the radiometers during the disc de-
flection measurements. It was necessary that the radiom-
eter be pointed alternately at the sky and the disc by
moving the radiometer through an angle of about 20 deg,
instead of ideally keeping the radiometer fixed and mov-
ing the disc in and out of the radiometer beam. Moving

the radiometer axis 20 deg off the center of the disc caused
a disc side lobe contribution of less than a computed 0.5%
of the on-axis deflection. This also kept the main lobe
more than 40 deg away from any trees in the vicinity of
the test site.

Because of the nature of the source, no near field cor-
rection to the absorber disc deflections has been included.
The fact that the disc was so nearly a perfect absorber
would make such a correction negligible.

An estimate of the error resulting from neglecting the
frequency dependence of G(v) and F(8, ¢, v} was obtained
by numerically computing and comparing the factors in
Egs. (18) and (19) above. For ease of computation, an
attempt was made to find a simple mathematical expres-
sion that would fit the antenna pattern fairly well, result-
ing in the expression

sin? zb v

F(6) ~ (=D v8)?

(20)

For Gi(v), a tabulated set of values was used that was
obtained by plotting a smooth extrapolated curve through
the measured points. The values used are seen in Table 1.

Table 1. On-axis gain G, vs frequency »

Channel 1 Channel 2

v, cps Gl v, Cps Gol»)
15.00 X 10° 1260 21.10 X 10° 2830
15.10 1300 21.20 3430
15.20 1650 21.30 3830
15.30 2060 21.40 4070
15.40 2420 21.50 4220
15.50 2620 21.60 4330
15.60 2760 21.70 4380
15.70 2840 21.80 4340
15.80 2884 21.90 4240
15.90 2860 22.00 4190
16.00 2770 22.10 4150
16.10 2600 22.20 4170
16.20 2360 22.30 4200
16.30 2240 22.40 4240
16.40 2160 22.50 4300
16.50 2100 22.60 4380
1660 Y 2060 22.70 4480
22.80 4590

22.90 4700

23.00 4820

23.10 4910

23.20 5000

2330 ¥V 4920
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Values for y corresponding to three different assumptions In y, and y,, allowance is made for the fact that T7, is
regarding the frequency dependence of the factors T, F,  frequency-dependent. The expressions for y; and y, are
and G, were computed. For both y, and y,, the frequency (with k* = AT/Av)

dependence of I' is neglected; in the case of y,, the fre-

quency dependence of G, and F is not neglected, while  , =

in the case of y; itis. Th essions for y; and
in the case of y. it is. The expressions for y, and vy, are / [To — k*(v — vo)] Gu(v) sin® zb v8/(xb v8)* dv dQ
Qv JAv

_ (T{;) ﬁv /;v Go(v) sin? #b V0/(7rb V0)2 dvdQ T;)/ Gg(v) sinz #b vo/(rb v0)2 dv dQ
Y1 — F Qo JAv
L / / Go(v) sin? zb v8/(=b v6)* dv dQ (23)
Qp J AV
(21)
/ / Go(W[To + k*(v — vo)]sin® b v8/=b v8)* dv dQ
and vy = L0v Jav
T;)/ / Go(v) sin? b v8/(xb +8)* dv dQ
sin? »b Voe/(‘rrb v00)2 dvdo Qo Jav
_(T%\ Ja (24)
LC 4
D ., )
Ab sin? b vd/ (xb v,6)* dv do The dependence of temperature on frequency as indicated
(22)  in y; is the more probable of the two. However, y, was
Table 2. Frequency-averaged antenna pattern F(6) vs 6 fer channel 1
8, 8, 8, 8, 6,
deg F(6) deg F(8) deg F(6) deg F(6) deg F(&)
0.0 1.0000 3.0 0.00375 6.0 0.00099 9.0 0.00255 12,0 0.00183
0.1 0.9980 3.1 0.00218 6.1 0.00100 9.1 0.00248 12.1 0.00168
0.2 0.9900 3.2 0.00128 6.2 0.00102 9.2 0.00243 12.2 0.00152
0.3 0.9750 3.3 0.00198 6.3 0.00104 9.3 0.00240 12.3 0.00144
0.4 0.9600 3.4 0.00268 6.4 0.00106 9.4 0.00235 12.4 0.00140
0.5 0.9350 3.5 0.00355 6.5 0.00110 9.5 0.00230 12,5 0.00140
0.6 0.9000 3.6 0.00438 6.6 0.00114 9.6 0.00225 12.6 0.00143
0.7 0.8650 37 0.00470 67 0.00117 9.7 0.00215 127 0.00149
0.8 0.8170 3.8 0.00540 6.8 0.00125 9.8 0.00200 12.8 0.00152
0.9 0.7650 3.9 0.00565 6.9 0.00134 9.9 0.00188 12.9 0.00153
1.0 0.7090 4.0 0.00570 7.0 0.00144 10.0 0.00180 13.0 0.00148
1.1 0.6390 4. 0.00552 7.1 0.00159 10.1 0.00180 13.1 0.00137
1.2 0.5780 4.2 0.00520 7.2 0.00178 10.2 0.00183 13.2 0.00122
1.3 0.5150 4.3 0.00480 7.3 0.00205 103 0.00188 13.3 0.00110
1.4 0.4550 4.4 0.00433 7.4 0.00239 10.4 0.00198 13.4 0.00102
15 0.3990 45 0.00375 7.5 0.00278 10.5 0.00208 135 0.00095
1.6 0.3480 4.6 0.00315 7.6 0.00316 10.6 0.00220 13.6 0.00089
1.7 0.3000 4.7 0.00267 77 0.00353 107 0.00230 137 0.00085
1.8 0.2500 4.8 0.00212 7.8 0.00390 10.8 0.00240 13.8 0.00082
1.9 0.2040 4.9 0.00170 7.9 0.00416 10,9 0.00243 13.9 0.00079
2.0 0.1650 5.0 0.00146 8.0 0.00434 1.0 0.00244 14.0 0.00078
2.1 0.1300 5.1 0.00133 8.1 0.00465 1.1 0.00243 14.1 0.00075
2.2 0.0980 5.2 0.00116 8.2 0.00455 1.2 0.00241 14.2 0.00078
2.3 0.0725 5.3 0.00107 8.3 0.00442 1.3 0.00238 143 0.00079
2.4 0.0515 5.4 0.00104 8.4 0.00420 1.4 0.00235 14.4 0.00080
2.5 0.03565 5.5 0.00102 8.5 0.00385 1.5 0.00230 14.5 0.00081
2.6 0.02415 5.6 0.00099 8.6 0.00350 1.6 0.00224 14.6 0.00082
27 0.01640 57 0.00098 8.7 0.00318 1814 0.00218 147 0.00082
2.8 0.01025 5.8 0.00098 8.8 0.00286 1.8 0.00210 etc.
2.9 0.00625 5.9 0.00098 8.9 0.00268 19 0.00198

10
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Table 3. Frequency-averaged antenna pattern F(6) vs 0 for channel 2

6, 8, 0, 6, 6,
deg F(6) deg F(6) deg F(9) deg F(6) deg F(6)
0.0 1.00000 3.0 0.00178 6.0 0.00252 9.0 0.00213 12.0 0.00230
0.1 0.99750 3.1 0.00238 6.1 0.00274 9.1 0.00198 12 0.00229
0.2 0.98750 3.2 0.00239 6.2 0.00290 9.2 0.00188 12.2 0.00228
0.3 0.97000 3.3 0.00314 6.3 0.00306 9.3 0.00180 12.3 0.00225
0.4 0.94500 3.4 0.00328 6.4 0.00320 9.4 0.00173 12.4 0.00222
0.5 0.90750 3.5 0.00328 6.5 0.00334 9.5 0.00148 12.5 0.00218
0.6 0.86000 3.6 0.00313 6.6 0.00349 9.6 0.00164 12.6 0.00212
0.7 0.79500 37 0.00292 6.7 0.00361 9.7 0.00162 127 0.00203
0.8 0.72500 3.8 0.00262 6.8 0.00374 9.8 0.00161 12.8 0.00193
0.9 0.65000 3.9 0.00239 6.9 0.00385 9.9 0.00160 12,9 0.00180
1.0 0.57750 4.0 0.00214 7.0 0.00399 10.0 0.00162 13.0 0.00150
1.1 0.50000 4.1 0.00190 7.1 0.00412 10.1 0.00164 13. 0.00140
1.2 0.43500 4.2 0.00164 7.2 0.00422 10.2 0.00170 13.2 0.00134
1.3 0.36750 43 0.00150 7.3 0.00428 10.3 0.00174 13.3 0.00129
1.4 0.30750 4.4 0.00138 7.4 0.00430 10.4 0.00178 13.4 0.00126
1.5 0.25000 4.5 0.00128 7.5 0.00432 10.5 0.00184 13.5 0.00124
1.6 0.19250 4.6 0.00123 7.6 0.00432 10.6 0.00189 13.6 0.00123
1.7 0.15000 47 0.00122 7.7 0.00431 107 0.00193 13.7 0.00124
1.8 0.11250 4.8 0.00122 7.8 0.00430 10.8 £.0019 13.8 0.00125
1.9 0.08500 4.9 0.00121 7.9 0.00424 10.9 0.00202 13.9 0.00126
2.0 0.06000 5.0 0.00132 8.0 0.00414 1.0 0.00207 14.0 0.00127
2. 0.03950 5.1 0.00139 8.1 0.00412 na 0.00211 14.1 0.00128
2.2 0.02600 5.2 0.00146 8.2 0.00398 11.2 0.00213 14.2 0.00128
2.3 0.01575 53 0.00154 8.3 0.00375 1.3 0.00218 14.3 0.00128
2.4 0.00825 5.4 0.00164 8.4 0.00355 11.4 0.00221 14.4 0.00127
2.5 0.00335 5.5 0.00174 8.5 0.00330 11.5 0.00224 14.5 0.00126
2.6 0.00152 5.6 0.00186 8.6 0.00305 1.6 0.00228 14.6 0.00125
2.7 0.00130 57 0.00200 87 0.00280 n.z 0.00229 147 0.00124
2.8 0.00128 5.8 0.00216 8.8 0.00255 1.8 0.00231 etc.

2.9 0.00140 59 0.00234 8.9 0.00235 11.9 0.00230

computed to see how sensitive the result is to the fre-
quency dependence of the temperature (along with ;).

Since the only contribution to the frequency of T/ is
through T, which is very small compared with T, the
frequency dependence of T/ has been neglected in ys.
Computed values of y, through y, show that they differ
by no more than 0.2% . Hence the assumptions leading to
Eq. (19) will introduce an error considerably smaller than
the probable error attached to the measurement of the
B ratios.

As indicated in the discussion of primary calibration in
the Data Reduction and Analysis Section, a measurement
of the antenna pattern was necessary. This was done at
midfrequency for each channel, or at 15.8 and 22.2 Ge.
The resultant pattern is shown on a plot of log power vs
angle in Fig. 4 and is tabulated in Tables 2 and 3 for
computational purposes. The 3-db beamwidths were 2.64
and 2.2 deg for channels 1 and 2 respectively. The

angular deviations of the radiometer beams with respect
to the mechanical axis of the dish were as follows:

Channel Angular deviation, deg
1 Azimuth 0.0
Elevation 0.0
2 Azimuth —0.2
Elevation 0.0

The scan axis of the radiometer is vertical, the reference
horns are at the top, and counterclockwise is considered
positive.

As a part of the calibration procedure, the overall line-
arity of the radiometer was measured by injecting noise
into the radiometer at the main RF feed in a number of
discrete increments utilizing a precision attenuator. The
full-scale linearity was measured to be better than 2%.

11
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Fig. 4. E-plane antenna patterns

B. Secondary Calibration

Primarily as a precautionary measure, a series of cor-
relating RF gain measurements on the radiometers was
conducted at the Jet Propulsion Laboratory (JPL) facility
at Cape Kennedy. Instrument failure was a possibility
that had always to be considered, and, because of the
tightness of the schedule, etc., it was felt that a secondary
calibration that included the diplexer and antenna gain
characteristics should be developed for use at the Cape.
Under the constraints imposed, the best that could be
utilized was a noise radiometer measurement that was
conducted in the spacecraft hangar. Briefly, the measure-
ment consisted of the response of the radiometer to a
wide-band noise signal fed into a standard gain horn, the
radiating system located as far away as possible, com-
patible with signal-to-noise and building constraints. The
resulting deflection was compared with the internal cali-
bration signal.

12

Let us consider two radiometers having had the primary
absorber disc calibration performed. The resulting deflec-
tions are [assuming G, and F(4, $) as in the case leading to
Eq. (19)]

= %G, Totw, f 6, 4) do (25)
4‘"’ Qp
and
D, = %2Ce: Tot? / (6, 9) do (26)
4"" Qn

Defining 8 as before, there results

-G—O.ITI) Av
= — 1(0, da 27
ﬂl 4 Tca11<AVcnl>1 LDF (0 ¢) ( )




(as before, a, and a, relate voltage deflection to antenna
temperature for the two radiometers being considered)

and

ﬁ Fad @)

Then

Tcaln CTI( i > / F1(07 d’) dQ
j Avear /) Jo,

Tear, Go, (- F,(0,9) do
! 2 AVCa] 2 JQp

The response of the radiometers, when illuminated by the
noise radiator, will be

(29)

Yiz =

D, = a, kTy Av, Gy, 4(R, A)x(A) ﬁ F.(8, $) do
(30)

and

D', = a, KTy Ave Gor. (R, M)x(A) / _F.(6,¢)do
’ (31)

where 7(R, A) is the near field correction factor and x(A)
the noise tube-standard gain horn coupling factor. Tak-
ing the ratio of DY, to the corresponding internal noise
calibration deflection, etc., resulting in 8, and g, and
forming the ratio 8/ /8, we obtain

ﬂ___ ’r Gol (AV/AVcal)l Tcalz /;N

I4 712 - = ————m
A G, (8v/Breai)e Teu, / Fi(6, 9 do
~y (32)

Q

Comparing y;, and y,,, we find

ﬁ F(6,4)da / ﬁ Fio.4)do "
]%Ew, ) da/ﬁNMda

The ratio term multiplying v/, for serial 3 and serial 2
was found to be essentially unity to within 2%.

Yi2 = V1o

For the noise radiator tests, the radiometer and noise
radiator were optically aligned to within 0.1 deg in angle
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and to within +% in. in distance. All measurements were
made in the solar panel storage area of the JPL spacecraft
hangar. Tests involving the placement of absorbing or
reflecting material at various locations on the floor and
within about 6 ft of the boresight axis showed undetectable
level changes. The tests were all conducted within =2 in.
of a standard test area.

C. On=-0Off Measurements of the Sun

On-off measurements of the Sun were taken at Table
Mountain on May 18, 1962, to check on the overall calibra-
tion procedure. The results of several on—off measure-
ments gave

(BS\IH)IS.ﬁ mm = 0.428 i0017

(ﬂSun)m mm = 0.185 i0005

Since two noise tube changes were incorporated in the
unit after May 18, the g values must be multiplied by
1.115 and 0.966 respectively,

(BSUn){.’i.S mm — 0471 i0019

(BSun).{lQ mim = 0179 i0.00G
Since
Boun L0 f F(6, ) d
— Sun 20 78
TSun BD QSun ¢ (T)
we get

0471 (290)(1.566 X 10-)

280
(TSun)ls.s mm —

0.03

0340 6654 x10° ¢ ' 283
= 9600 -=700°K
(Te)iomm = 0179 (290)(2.193 X 10%) .
sun/19mm = G774 " 6,654 X 10~
= 10,000 =1000°K

where the ¢” and §(r) factors correct for atmospheric
absorption and radiation.

The rms error quoted above is the result of the error in
Bsun, Bp, and the error associated with the measurement
of the change in the internal calibration signal as a result
of noise tube changes. These values compare favorably
with measurements at other wavelengths, and particularly
with the value of 8870 =980°K at the 11.8-mm wave-
length obtained by Staelin et al. (Ref. 20) later the same
year.

13
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IV. FLIGHT SEQUENCE

The flight sequence consisted of the cruise phase and
the encounter phase. The radiometer operated in the
cruise phase both before and after the encounter phase.
The operational aspects of both phases are discussed in
this Section.

A. The Cruise Phase

Pre-encounter operation of the instrument was to con-
sist of simultaneously providing power to the radiometer
and activating a calibration sequence consisting of having
the noise tube on for six frames or about 222 sec and off
for 222 sec. Three successive calibration sequences spaced
15.76 hr apart were to occur every 189.12 hr. These cali-
bration sequences were to provide an engineering history
of the behavior of the instrument’s various parameters of
interest, Certainly the extent of the partial failures actu-
ally exhibited by the instrument could not be foreseen,
but the inclusion of the cruise calibration sequence
allowed much greater confidence in the extrapolation of
the calibration signal into the encounter phase, and par-
ticularly to the time when actual planetary data were
being taken.

The prelaunch characteristics of the radiometer are
presented in Table 4. At the first calibration sequence of
the cruise phase, the baseline of channel 1 should have
read about —4.82 v and that of channel 2, about —1.90 v
at the corresponding ~30°F operating temperature. Both
were to come very close to the desired +1.0-v value as a
result of the expected increase in temperature.

A total of 24 noise tube calibrations occurred, 22 before
planetary encounter and two after planetary passage. All
of the usable calibration-on and calibration-off data are
plotted in Fig. 5. It was immediately obvious that prob-
lems had developed in regard to channel 2, because the
baseline level was more than 2.5 v higher than expected,
although the magnitude of the calibration signal was close
to the expected value. Subsequent calibrations showed a

Table 4. Serial 3 prelaunch characteristics

Channel | AVq.., AV, AV, AV,,/ | Baseline [ AV,pop,
No. v v v AVt set, v |[AV oy
—
1 1.1015 5.83 0.37 0.064 —3.54 1.13
2 1.085 3.15 0.40 0.127 —1.25 0.95
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gradual decrease in baseline level and amplifier gain, and
the extrapolation of this trend to encounter showed the
sensitivity of this channel to be so marginal that not much
information was to be expected.

At day 264 (September 21, 1962) there was an indicated
nonstandard mode of operation in channel 1 as well, since
the baseline was too high and the gain too low. Subse-
quently the baseline of channel 1 increased to about 2.0 v
near day 300 (October 27, 1962) and remained near this
value for the remainder of the flight. As seen in Fig. 5, the
actual gain of channel 1 decreased to zero and then re-
versed polarity.

A nonstandard mode of operation exhibited by both
channels was the change in postdetection time constant
noted during flight. Channel 1, for example, indicated a
time constant shortly after launch of 20 sec, which in-
creased to about 60 sec near day 334 (November 28, 1962)
and from there to about 40 sec at day 348 (December 14,
1962). Channel 2 also exhibited an increase in time con-
stant. The calibration of day 348 indicated a value of
50 sec. Time constant values of 40 and 50 sec were used in
the reduction of data for channels 1 and 2 respectively.

6| T‘ 1 D R
e  CALIBRATION SIGNAL
X BASELINE

a 2 o PG S —

CHANNEL | (19 mm)

)

CHANNEL 2 (13.5mm)

OUTPUT VOLTAGE, v

e

240 260 280 300 320 340 360

DAY OF THE YEAR

Fig. 5. Flight calibration history




B. The Encounter Phase

At about 13:38:46 GMT spacecraft time on
December 14, 1962, the encounter mode of operation
began, and the radiometer immediately started scanning
at the slow 0.1-deg/sec rate as expected, since the base-
line level of channel 1 was above the fast- to slow-scan
trigger level. A further result of the baseline shift was
the failure to obtain radiometer noise tube calibrations
every 32.56 min before planet acquisition, as planned.

During the approximately 5% hr before detection of
the planet, approximately 15 complete 120-deg scans were
obtained. This permitted a rather detailed study of the
characteristics of the base line dependence on scan angle
of each channel, as well as the noise characteristics of
each. The details of the baseline variations are discussed
in Section V.,

Initial contact with Venus by the radiometer beams
was made at 18:59 GMT spacecraft time. At that time,
the spacecraft was about 46,800 km from the center of the
planet. The location of the resulting scans is shown in
Fig. 6. It can be seen that the juxtaposition on the plan-
etary disc was ideal. In view of the difficulties with the
baseline levels and their vital role in the scan logic, the po-
sitioning of the scans on the planet and the acquisition
of the third scan were extremely fortunate.

The scquence of events leading to the obtaining of the
third scan is rather remarkable. The fact that the phase
reversal occurred in channel 1 resulted in the output level
decreasing as the radiometer beams scanned the planet.
Because the planet subtended ~16 deg, and because the
second scan passed close to the optical terminator, the out-
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put level of channel 1 was 1.5 v or less for seven consecu-
tive readings. Consequently, in combination with eight
readings from channel 2 that were below 1.5 v, the mini-
mum 15 consecutive low readings caused the fast-scan
mode to be activated. The fast- to slow-scan logic cir-
cuitry was inhibited for the minimal three data lines but
the noise tube did not fire. During prelaunch final systems
test, the same malfunction occurred, but 73 consecutive
subsequent runs produced no repeat of the failure. If the
noise tube had fired for 2 min, it is doubtful that the third
scan would have been obtained.
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V. DATA REDUCTION AND ANALYSIS

The primary Venus data consisted of the pre-planet-
baseline measurements, the planetary measurements, and
the post-planet-calibration measurements. Reduction and
analysis of the baseline data were necessary in order to
determine the noise characteristics of the radiometer. The
baseline level dependence upon scan angle and the mag-
nitude and time constant of the calibration signals of
both channels were required for the reduction of the
planetary scan voltage waveforms. This Section discusses
this portion of the experiment.

A. Baseline Averages and Radiometer
Noise Level

As stated previously, for approximately 5% hr before
planetary detection, the radiometer was operating and
scanning continuously. The data obtained were useful
both in studying the baseline-vs-angle dependence that
was found to exist and in determining the noise character-
istics of the radiometer. The former was critical in the
reduction of the channel 2 planet data.

Allowing about 5 min for warmup, baseline readings
corresponding to each radiometer scan (RSC) reading
were averaged, and the average deviation was computed
at first with no regard for the scan direction (ascending
or descending). The results are plotted in Figs. 7 and 8.
Channel 1 is seen to show a definite increase in baseline
Ievel amounting to about 1.5 denary units or 0.07 v at the
scan extreme. Between RSC readings of 35 and 95,
the baseline was essentially constant.
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Fig. 7. Channel 1 baseline vs scan position
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Channel 2 showed baseline changes in the opposite
direction from those of channel 1. At both extremes of the
scan, the baseline level decreased. At the lower RSC end,
the baseline showed a decrease of between 0.75 and 1.0
denary unit or a voltage drop of between 0.035 and 0.047 v.
The decrease at the high RSC end was much more pro-
nounced, amounting to a voltage change from midscan
values of about 0.176 v.

A careful study of the channel 2 planetary data, utilizing
the computed average baseline data, strongly suggested
that the baseline of this channel may depend upon the
scan direction; that is, upon whether the scan is ascending
or descending. Consequently, baseline averages for
ascending and descending modes were computed sepa-
rately. There was no noticeable difference between the
ascending and descending modes for channel 1, but there
was for channel 2. The ascending and descending baseline
averages are plotted separately in Fig. 9 for channel 2.
The possibility that the average baseline for channel 2 was
time-dependent was not pursued, as the statistics would
not have been good enough.

An analysis of the baseline data with reference to instru-
ment noise characteristics was then carried out. It was of
importance to determine the data uncertainty which was
caused by noise, and that which was caused by the analog-
to-digital (A/D) conversion window width. This was par-
ticularly the case for channel 2. If the analysis is restricted
to readings between RSC values of 35 and 95, and to a
frame count (FC) > 60, the average baseline value for
channel 1is 42.1 denary units. The sample deviation s* was
found to be
Va

s*=|=t___ | =0038v
n—1

S (n %

Using this as an estimate of the variance o, a probable
error of ~0.026 v was obtained.

Another noise parameter pertinent to the planetary data
analysis was the maximum indicated level of change in
successive data samples. The maximum change that oc-
curred in channel 1 was a step change of 3 denary units,
and this occurred only once during the entire encounter
data mode. It should also be noted that the peak-to-peak
noise showed a definite decrease after initiation of the
encounter mode until about FC 60. The step change of
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3 denary units occurred toward the end of FC 36. After
FC 60, if the scan extremes of RSC < 35 and > 95 are
excluded, there were only 15 2-level step changes in
comparison with a combined 0- and 1-level change total
of 536. Hence the probability of a 2-level change occurring
was only about 2.7% for channel 1. For a calibration
signal of about 47 denary units, the ratio of AV,,/AV,, is
about 0.075 (assuming AV,, = AV, which shows an
increase of about 60% over the prelaunch value of 0.064,
allowing for the time constant change.

For channel 2 it was necessary that standard deviations
for the ascending and descending scans be computed
separately. Also, because the characteristics of the noise
in this channel were an even more pronounced function
of time, only data after FC 60 were included. For the
ascending mode, the region between RSC 55 and 65 was
chosen, while for the descending mode, that between
RSC 45 and 55 was chosen. Even over these ranges, the
curvature of the plots for baseline vs RSC contributes
about 0.1 denary “false” error. The computed values of
s* were 0.74 and 0.56 denary unit for the ascending and
descending scan portions respectively, yielding a properly
weighted average value of s* = 0.66 resulting in a PE of
0.44. If the curvature error is subtracted from s*, there
results a PE value of ~0.38 denary unit, or 0.018 v. Assum-
ing again that AV, ~ 6AVeg, we find that AV,,/AV.
~ 0.108/0.44 = 0.26. This is to be compared with the pre-
launch value of 0.13. Hence, there appears to have been
about a factor of 3 in signal-to-noise ratio degradation,
again allowing for the change in time constant. Part of
this, of course, is caused by the finite A/D window width.
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Fig. 9. Channel 2 baseline vs scan position, with
ascending and descending readings
averaged separately

B. Calibration Signals

The internal noise tube calibration signals used for the
reduction of the data were those that occurred about 1 hr
after the planetary data were obtained (calibration num-
ber 23). These are plotted in Figs. 10 and 11. An exponen-
tial curve was least-squares fitted to the decay portions
of the calibration signals. In the case of channel 1, the
amplitude of the calibration-on voltage corresponding to
turnoff had to be extrapolated into the zero or negative
voltage region. The amplitude and level reading of the
calibration signal voltage at turnoff, as well as the RC
time constant, were varied in obtaining the least-squares
fit to the actual calibration signal waveform. A least-
squares fit was obtained for V, = —0.06, AV = 2.04, and
RC = 40. Extrapolation of the waveform beyond turnoff
to compensate for the calibration-on warmup character-
istics of this channel resulted in a AV for g8 calculations of
2.16 v. The fit neglected the A/D window width.
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Fig. 10. Channel 1 calibration, day 348
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The channel 2 calibration signal was reduced in a
manner similar to that of channel 1. The resulting values of
AV and RC were 0.44 v and 50 sec respectively. The
sample standard deviation, again neglecting the A/D win-
dow width, was 0.012 v.

C. Planetary Data

The plots of the planetary data from both channels are
shown in Figs. 12 and 13. The average baseline levels are
indicated by the dashed lines. The scans show clearly the
effects of beam smoothing and the large value of the
RC time constant. In order to discuss the data in terms
of any proposed planetary models it was obviously neces-
sary that both of these effects be removed from the data.
As a first iteration of the reduction process, smooth curves
were drawn through the data points, a simple RC time
constant restoration equation was applied, and the result-
ing curves were compared with theoretical isothermal
planet drift scans in which the actual antenna pattern was
used. This method of analysis was used for the initial
publication regarding this experiment (Ref. 16).

The relationship between the input voltage to an RC
integrator and the output voltage (see Appendix A) is

d
x(t) = y(t) + RC =L (34)
where x(t) is the input waveform, y(t) the output wave-
form, and RC the network time constant, This equation
was used to remove the effects of time constant smoothing
from the smooth curves drawn through the data points.

In order to remove the effects of beam smoothing, the
values of the integrals in Eq. (19) of Section III were com-
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Fig. 12. Channel 1 planetary scans

puted. As a first approximation, the planet was assumed
to be an isothermal sphere. Then I,(Q), given by

I(Q) = f F(#.4) do (35)

and a similar integral applying to the disc absorber, must
be computed. In order to simplify the computation, it was
assumed that the ellipticity of the beam was negligible
so that the dependence of F(6,4) on ¢ could be dropped
(see Section III). Considering the data, it was felt that
the increased complexity in the calculations that would
result was not justified.

Figure 14 shows the geometry of the problem. The angle
a is the angle between the x” z” plane of the radiometer-
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centered coordinate system and the xy plane of the
planet-centered coordinate system. Now, from the Figure,

R, cos § = rsin ¢ sin ¢’ cosa + rcos & sina + h
R,sinfcos ¢ = d + rsin ¢ sin ¢’ sina — r cos & cos a
R,sinfsin ¢ = s — rsin @ cos ¢’ (36)
Utilizing the fact that the ¢’ integration limits will be on

arcs of constant ¢ between tangency points of r and the
sphere, or

R +r*=s*+d? + h? (37)
there results
Qcos¢’ — Tsing’ =P

where

P=1+—h—cos0'sina—icos¢9’cosa (38a)
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Fig. 14. Planet-radiometer pattern
convolution geometry

0= 78_17 sin ¢ (38b)

T = sin & cos a + d sin & sin a (38c¢)
vH vVH

H= \s+d+h —R (38d)

The s/R values used for the three planetary scans
were 0.74, 0.00, and 0.87 for scans 1, 2, and 3 respectively.
Changes in the planet-spacecraft distance that occurred
during a scan amounted to only about 0.3% and hence
were neglected. Values for s/R were obtained from com-
puted values of the angle between the radiometer beam
axis and the planetary surface normal at midscan. Plots
of I, vs scan angle o for the three scans are shown in
Fig. 15 for channel 1 and in Fig. 16 for channel 2.
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For the integral in the numerator of Eq. (19) the value of

Io(6) = 2r / "F(#)sine do (39)
0

was computed. Plots of I,(68) vs 6 for both channels are

shown in Fig. 17.

The procedure of estimating a smooth curve through
the data points and applying Eq. (34) did not lend itself
to nearly as reliable an estimate of the probable error as
desired. Consequently, the method of “least squares” was
used to obtain a best fit of an isothcrmal model. The
method consisted of computing drift scans normalized to
unity at midscan and multiplying these by a factor k.
Curves of various k’ values were “fitted” until the quantity

n (x'i —x; ): Vg
s* = d t
[{Z_; n—1 :I

was a minimum. Here x;, is the voltage value of the data
point, and «x;, is the corresponding theoretical value. The
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minimum value of s* so obtained was then used as a
best estimate of the variance.

In this approach to the data analysis, an assumed input
waveform (x)t is theoretically “smoothed” by an RC inte-
grator in order to obtain an output y(f) that can be
compared with the actual data plots. The relationship (see
Appendix B) is

s ey — o [f g exp(—+/RC)
y(tk,RC) = k / aft—r) ZEZ

0

dr  (40)

In Figs. 18 through 23 are plotted the actual data
and the corresponding best-fit curves. The resulting 8 and
peak temperature values for the three scans of both
channels are listed in Table 5. Of interest in the inter-
pretation of the data are the relative temperatures; that is,
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Table 5. Calibration signal parameters and midscan planet temperatures

Calibration Relative
Channel RC, . s*, Scan K, s*, Tv,
amplitude, :8 PE, rio PE
No. sec v No. v v °K °
v K
1 40 216 0.021 1 0.640 0.021 0.291 490 1M 0.821 +0.024
2 0.809 0.024 0.368 595 12 — —
3 0.590 0.025 0.268 511 14 0.860 *0.027
2 50 0.44 0.012 1 0.206 0.018 0.470 380 22 0.970 *0.075
2 0.221 0.017 0.504 392 21 _— —_
3 0.200 0.017 0.455 394 23 1.001 +0.085

r12(= Tp,/Ts,) and rs. (= Tp,/Ts,). These are also tabu-
lated along with the relative probable error. The relative
probable error was computed from

/ ery; 2 or,, 2
Ary; = \ oT s, ATy, | + aTBj ATB;‘ (41)

It is of interest to compare the values of s* pertaining to
the scans listed in Table 5 with the values for the two
channels computed from the baseline data. For both chan-
nels it is noted that the baseline s* values are about
50-60% higher than the scan values. This is not significant,
particularly if it is noted that there were more than 20 runs
for channel 1 and 26 runs for channel 2 of blocks of 6 to 10
data points in which there was no output change at all.

1t is readily apparent that with the temperature ratios
12 and 74, giving evidence of the existence of limb darken-
ing, the computed values of T, etc., themselves will be
in error because, for the data analysis, the planet was
assumed to be isothermal. The effect of the presence of
limb-darkening will be to shift all T values down from
the on-axis, zero-beamwidth values. For T, the presence
of limb-darkening means that the level of radiation into
the side lobes will be lower than the on-axis value, and
hence the effective T; will be lowered from its true value.
However, for scans 1 and 3, the tendency for limb-
darkening to pull the value of T down may well be offset
by the fact that the off-axis planetary radiation will be
predominantly from an effective Tj that is higher than
the on-axis component. The net result is that the degree
of limb-darkening as observed by a radiometer of much
narrower beamwidth would in all probability be greater.
It is estimated that the degree of limb-darkening is prob-
ably 1% greater than that quoted here for channel 1.

It is evident in Figs. 19 and 22, pertaining to scan 2 of
channels 1 and 2 respectively, that a temperature anomaly
occurred toward the end of this scan. If we refer to the

discussion of the probable noise characteristics of the
radiometer at the planet, it is seen that this anomaly
cannot be considered as being due only to noise, particu-
larly for channel 1. The possibility exists that the channel 2
anomaly was due to a combination of noise and the finite
A/D window width, although the position of the anomaly
with respect to the one that occurred in channel 1 would
appear to be more than a coincidence, Careful considera-
tion of these factors results in the strong probability that
the anomaly in channel 2 is real also.
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VI. INTERPRETATION OF DATA

One method of attempting to interpret the planetary
data is to compute the limb-darkening ratios predicted by
a number of assumed models for the planet that would
correspond to measurements at the subject wavelengths
at each of the midscan positions. In this manner, the
number of assumed models that can exist will be decreased
to the point at which critical tests at these and other
wavelengths may establish which model is the correct one.
This is the method that is used in this Section. The models
assumed were fairly simple, as the goal was to determine
only the gross features of the type of atmosphere—surface
model combination that would best fit the data. The data
are not good enough to include some of the complicating
features that one can conceive of for the various sub-
classes of these general-type models.

A. 19-mm Limb-Darkening Evidence
and Analysis

If the planetary disc were isothermal, then obviously
all the values of Ty should have been equal. However, in
the case of the 19-mm data, they are not, and since the
values of Ty for scans 1 and 8 are both less than that of
scan 2, limb-darkening is indicated. Only the peak values
of each scan have been considered, but it is obvious that
the shapes of the individual scans are consistent only with
drift scans produced by an isothermal or a limb-darkened
planet.

Consideration was given to the possibility that some
effect other than that due to the planet itself might
have caused the observed differences in scan tempera-
tures. There was a remote possibility that because of the
spacecraft-planet geometry and the orientation of the
reference horns with respect to the scan plane, etc., some
of the planetary radiation may have gotten into one of
the side-lobe response areas of the reference horns. This,
of course, has particular reference to scan 3. Scan 1 and
scan 2 are conceivably compatible, since one would expect
a brightness temperature dependence on phase angle for
most of the models that have been proposed. Although
the change from a value of 489°K for scan 1 to a value of
595°K for scan 2 is characteristic of a rather strong phase
effect, at least the effect is in the right direction. If radia-
tion from the planet were to enter the reference horns
during scan 8, while not doing so during scans 1 and 2,
the indicated scan 3 temperatures would be decreased.

At the time the sunlit scan was being taken, the planet
extended over a region of the pertinent E-plane antenna
pattern where the response varied smoothly from —23 to
—30 db. Considering the fact that the RF bandwidth of
the reference horn section for channel 1 was larger than
that of the diplexer section, and assuming a worst-case
condition for the antenna pattern of —23 db, the com-
puted T, at the crystal (owing to the planet getting into
the reference horn side lobes) is still more than 2 orders
of magnitude below that of the main feed. Hence, this
possible explanation for the low value. of T, must be
ruled out.

In attempting to match the indicated 19-mm limb-
darkening theoretically, several types of atmospheric
structure-surface temperature distribution combinations
were utilized in computing brightness temperature ratios
corresponding to the location of the antenna beams on
the planetary disc at the midpoint of each scan. For the
first model, the atmosphere was assumed to consist of
CO; and N, under high pressure, and the surface was
assumed to be isothermal and rough at 19 mm. Several
models with differing proportions of CO, and N, were
considered. Adiabatic and subadiabatic atmospheric lapse
rates were assumed for the region below the clouds, with

the region above the clouds assumed to be isothermal at
235°K.

The radiative transfer equation leads, for the case of an
infinitely narrow beamwidth, to the equation for the
brightness temperature (see Appendix B):

Tx(8) =

€T, exp(— Tmax S€C 6)

+ Aexp ;[CA <Z—;~;—l> Tv0-1) _Tg} sec 0%

Ty —
X / T%/ 1) exp (-—CA 771 T (-1 gec 6> sec §dT
Te

+ Tc[1— exp(—+, sec6)] + T» (42)

with T; the reflected atmospheric radiation. Under the
assumption that the surface is perfectly rough at 19 mm,
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the rcflected term is due to the sky radiation averaged over
all angles. For this model there results (see Appendix B)

TR ~ 2{(1 _Ed)

X A exp ; — I:Z{A (%) T + 1 SEC 0]%
T, y—1

></ TvOMexp | 2tLA <—a—> T¢/0-0 | dT
Td

-+ (l - E:/)T(‘ (1 - (37”,’) eXp{ - (273 T+ Tmax SEC 0) }
(43)

For an atmosphere containing 20% CO, and 80% N,,
values for y and m are 1.362 and 52.4 X 10-** respectively.
In Figs. 24 and 25 are curves of r,.(=T45,/Ts,) vs P, and
(= Tyy/Tp,) vs P, for an adiabatic atmosphere and for
various T, and ¢ combinations such that T, ~ 625°K. A
plot of Ty, vs P, for this model is shown in Fig. 26. In
order to estimate the effect of decreasing the amount of
CO, assumed in the atmosphere, similar calculations for
5% CO, and 95% N, were made. This amo. nt of CO.
is nearer the value given by Spinrad (Ref. 21). For this
case the values of y and m used were 1.387 and 48.0 X 10-2+
respectively. The resulting variations of r,, and r,, vs P,
at constant T, and ¢ were similar to those for the 20%
CO. case except, of course, that they were shifted to higher
pressures.
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Fig. 25. Brightness temperature ratio r;, vs surface
pressure P, adiabatic atmosphere, 20% CO,
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Figures 24 and 25 show the gross effect on r,, and r,.
of increasing the dielectric coeflicient of the surface mate-
rial. As the dielectric coefficient is increased, the region
of the atmosphere in the vicinity of the surface begins to
play a comparable role in the observed brightness tem-
perature. This effect is seen in Fig. 26 where, for example,
with ¢, = 5.0, the value of Ty, actually increases with
pressure until a maximum value is obtained at P, ~ 70
atmospheres. At higher pressures, absorption by the cooler
upper regions begins to dominate.

It is apparent that the uniform surface-adiabatic at-
mosphere model with a nonresonant-type absorber in
constant mixing ratio throughout the atmosphere cannot
predict limb-darkening ratios that satisfactorily match the
observed ratios. Also, the curves of T, vs A for this model
do not satisfactorily match the observed microwave
spectrum.

Allowance for departure from adiabaticity was then
included. Here it was assumed that the atmospheric sub-
adiabatic index ¢ was constant for the three scans. As an
iteration of this model, it was assumed that in the sunlit
region the atmosphere had an adiabatic lapse rate, in the
dark portion some index value ¢, and in the terminator
region an index value of (¢ + 1)/2. Plots of the ratios
r» and ry, vs P, at constant T, and for various constant
subadiabatic indices ¢ are shown in Figs. 27 and 28 for a
20% CO., 80% N, atmosphere. Again, the 5% CO, model
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Fig. 26. Brightness temperature Tj, vs surface
pressure P, adiabatic atmosphere, 20%
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results are similar except for the magnitudes of surface
pressure required. The plots are for ¢ = 0.89 (e, = 4.0)
only, the values for ¢ = 1.0 and 0.82 not being noticeably
different. The results of assuming a variation in the sub-
adiabatic index over the disc of the planet are seen in
Fig. 29.

It is apparent that the effect of increasing the sub-
adiabatic index is to increase the ratios r,, and r,,. This
would indicate that an atmosphere with a lapse rate

1.04
.00
\\_ ; = 2 ‘Oo
X o096 1.50
L .25
0.92
0.88
o] 40 80 120 160 200 240

Ps , atm

Fig. 27. Brightness temperature ratio r,; vs surface
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rough surface

1.04

1.00 g

§
NG

096 \ ~ £~200

\_/ 150

1.25

‘32

092

0 40 80 120 160 200 240
£, atm

Fig. 28. Brightness temperature ratio r;, vs surface
pressure P;, 20% CO,, constant {, ¢, T,
rough surface

I
=20
| %g 's
1 310 e

SN l;

08

N2+ 732

Ne — \\(\-M 4
r3z \
07 - . ™ —
;|-2.0
=15
219
06 83 | l
0 40 80 140 160 200 240 280 320 360 400
Pg, atm

Fig. 29. Brightness temperature ratios r,, and r;, vs
surface pressure P, adiabatic—subadiabatic, 20 %
CO,, rough surface (T; = 625°K, « = 1.00)

greater than the adiabatic value might yield limb-
darkening ratios compatible with the measured values.
For obvious reasons, this possibility was not pursued. In
Fig. 29 it is noted that if the surface pressure is approxi-
mately constant over the planet, the dark-side brightness
temperature would be greater than that of the light side
if the subadiabatic index of the dark side is greater than
that of the light side (see Ref. 9).

Figures 30 through 32 show plots of Ts, vs P, for
various values of ¢, and {. The effect of increasing e,
(and T, to keep T, ~ 620-625°K) is similar to that ob-
served for the adiabatic model except that it is noted that
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increasing the subadiabatic index decreases the relative
absorbing effect of the upper cooler regions of the at-
mosphere at the same surface pressure.

It is clear that neither an adiabatic nor subadiabatic
atmosphere in combination with a rough surface will
predict the observed limb-darkening ratios. A simple
isothermal-layer or cloud-type model was then assumed.
The equation that applies to this model is simply (as-
suming again that the surface is a perfectly diffuse scat-
terer)

Ty =eTl e+ T, [1— 0]
+ (1 — e)T [l — e=7]eTrecr (44)
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Fig. 30. Brightness temperature T, vs surface pressure
P, subadiabatic atmosphere (T, = 625°K, ¢ = 1.00)
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Fig. 31. Brightness temperature Ts, vs surface pressure
P, subadiabatic atmosphere (T, = 700°K, ¢ = 0.89)
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where T is the assumed atmospheric layer temperature,
r the integrated opacity of the layer, and e/T the surface
brightness temperature. The values for T, =, and T,
were varied in an attempt to obtain midscan temperature
ratios that matched the observed ratios. The results of
these calculations are shown in Figs. 33 and 34 for
es = 1.0. The curves are plots of r,, and r,. vs integrated
opacity r at constant atmospheric temperature T,. The
particular set is for «,T. ~ 625°K. For T, = 200°K and
for > 02, values sufficiently close to the observed
values are obtained for the r,, ratio. A value of + greater
than 0.8 is required for r,.. As mentioned before, one
constraint that any modcl must satisfy is that the pre-
dicted integrated disc temperature must not be less than
that obtained from the Earth. The triangles on the curves
indicate points beyond or to the right of which gross
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Fig. 32. Brightness temperature T, vs surface pressure
P;, subadiabatic atmosphere (T; = 760°K, ¢ = 0.82)
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Fig. 33. Brightness temperature ratio r; vs 7,
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disagreement with Earth-based data occurs. Imposing
this restriction results in the conclusion that the degree
of limb-darkening predicted by this model is not suffi-
cient to explain the observed darkening ratios. Allowing
for a temperature gradient in the cloud increases the limb-
darkening, but not to a sufficient degree.

Several possible means of explaining the excessive
limb-darkening are related to the brightness temperature
of the surface. One might argue that the composition of
the surfaces pertaining to scans 1 and 3 is radically
different from that of scan 2, in that the gross emissivity
of the surface in the latter was significantly higher than
in the former, However, the anomalous surface composi-
tion differences would have to be prevalent over the
entire three scans, and such large emissivity differences
over such large areas would surely have been detected
by radar. Another possibility regarding the character
(roughness and dielectric coeflicient) of the surface ex-
ists, which, in combination with a microwave-absorbing
atmosphere, explains the observed limb-darkening.

The surface emissivity factor used previously in Egs.
(42), (43), and (44) was assumed to be independent of
the angle between the emergent radiation and the local
normal to the surface (perfectly diffuse scatterer). If it
is assumed that the surface discontinuities are small
enough, then the surface will behave as a specular re-
flector, ¢ will be a function of 4, and polarization effects
will be seen. Even if the vertical discontinuities are large
compared with A, the surface can still appear relatively
smooth and exhibit polarization ecffects nearly as great
as a “smooth” surface if the correlation length between
discontinuities is long compared with A. The brightness
temperature of such a surface as a function of § will
show a marked variation difference, depending upon
whether one is observing vertical or horizontal polariza-
tion, and the magnitude of this effect is a function of the
electrical properties of the surface material.

The expressions for the well-known horizontal and
vertical emissivities (see Appendix B) are

_ (cos @ — Q™ cos ¢/2)* + Q sin® y/2
(cos @ — Q% cos y/2)* + Q sin® y/2
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The pertinent emissivity to be used for the peak values
of the three scan centers is ¢, while ¢, applies to portions
of scan 2 other than at scan center and will be discussed
later.

With the assumption that the surface was smooth at
19 mm, ratios r,, and r,, were recomputed for the several
model atmospheres discussed previously, using values of
e, derived from assumed values of ¢, and ¢;. The values
of & corresponding to the midpoints of the three scans
for various assumed values of ¢, (¢; is assumed to be zero)
are listed in Table 6, along with computed values of r,,
and r,, pertaining to surface brightness temperatures
under the assumption that the effect we are observing is
due entirely to the surface. For the variable T, case, a
simple synchronous-type distribution of the form

T, =T, + AT cos ¢ (45)

was assumed, where ¢ is the longitude angle on the
planet, referred to the subsolar point. Whereas it is pos-
sible to obtain a crude match to the observed ratios for
e, values between 4.0 and 6.0, the fact that no “limb
brightening” at the Brewster angle was evident in scan 2
is compatible only with ¢, ~ 2.0 or less, even if beam
smoothing is considered. Beam smoothing still requires
ry» < 1.03, where the subscript 4 refers to observations
at the Brewster angle. Another problem with this inter-
pretation is the fact that the measured peak temperature
for scan 2 is 595°K, and hence atmospheric absorption is
required.

€& =

1 — (e, cos @ — Q¥ cos y/2)* + (e; cos 6 + Q™ sin y/2)*
(e, cos 8 + Q™ cos y/2)* + (e cos § — Q¥ sin y/2)*
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Table 6. Horizontally polarized emissivity €, and corresponding r;, values for brightness temperature ratios ry; and r;,,
under the assumption of no atmosphere

Brightness temperature ratio
e, " At fixed T, At variable T,
Scan 1 Scan 2 Scan 3 [ rao AT,°K rz rs
2.0 .920 970 .853 95 .88 -—_ — -
3.0 841 928 748 R .80 50 865 .858
4.0 .780 .889 678 .88 76 65 815 .818
5.0 733 .854 627 .86 73 80 790 .801
6.0 .698 .823 587 .84 71 90 770 785
8.0 634 772 527 .82 .68 100 750 754
10.0 589 .730 484 .81 .66 100 .740 730

The results of incorporating the values of ¢ listed in
Table 6 in the computations involving the adiabatic
model are shown plotted in Figs. 35 through 39. It is seen
that under the assumption that the value of Tj, was in-
deed ~595°K (that is, less than 625°K), the required
surface pressures corresponding to the various values of
e- result in r,, and r,, values that are both too high for
the fixed T, case. For those values of ¢, that result in r,,
values that are within two probable errors of the meas-
ured ones, r,, is clearly too high. Also, the Brewster
“peaking” for the higher ¢, values is difficult to reconcile
with the shape of scan 2. If one assumes that all of the
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Fig. 35. Brightness temperature ratio r,. vs surface
pressure P, adiabatic atmosphere, 20%
CO,, smooth surface, constant T
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channel 2 temperatures are too low, then one runs into
the same Brewster “peaking” problem as noted for the
“atmosphereless” model discussed earlier. There must be
at least a minimal amount of atmospheric absorption,
dependent upon the value of ¢,, to wash out the Brewster
effect sufficiently. It is concluded that in attempting to
match the limb-darkening ratios and the brightness tem-
perature values of the Mariner experiment, as well as to
keep the predicted brightness temperatures compatible
with the measurements of McCullough and Boland at
2.07 cm (Ref. 22), one clearly runs into difficulty with a
model invoking only CO, gas under high pressure in
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Fig. 36. Brightness temperature ratio r;, vs surface
pressure P, adiabatic atmosphere, 20%
CO.,, smooth surface, constant T
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Fig. 37. Brightness temperature Ty, vs surface pressure
P, adiabatic atmosphere, 20% CO;, smooth surface

combination with either a specular or diffuse type of
surface.

Tt is therefore instructive to consider the simple isother-
mal or cloud-type model in combination with a specular
surface. Using Eq. (44) suitably modified to incorporate
the effects of a specular surface, values of r,, and r,, were
computed for such fixed values of T, that again
Ty, ~ 625°K. In addition, values of r,,, which refer to
the predicted Brewster angle brightening ratio modified
by atmospheric absorption and beam smoothing, were
also computed. The fixed T, case was obviously unsuc-
cessful, but fairly satisfactory results were obtained for
the variable T, case. For an ¢, value of 3.0, a good fit
was obtained with AT = 75°K and T, = 250°K, and a
fair fit with T, = 350°K. For ¢, = 4.0, a good fit was
obtained with AT = 85°K and T, = 350°K, and a fair
fit with T, = 250°K. These models are compatible with
the constraint imposed on r,, by the shape of the first half
of scan 2. It is concluded that a specular surface having
a value of ¢, between 3 and 4, in combination with an
isothermal-layer or cloud-type model atmosphere having
T, between 250 and 350°K, best fits the peak tempera-
ture ratios of the 19-mm scans.

The lower value of 250°K for T, could be considered
to be compatible with a liquid-water cloud, whereas a
value much greater than 250°K would not. To be able
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to establish through the use of other data that the cloud
temperature was more likely 350 than 250°K would force
one to consider a substance other than condensed water
vapor as making up the cloud. On the other hand, estab-
lishing the existence of a 250°K cloud would also be of
great importance.

Considering the Earth-based data at 4 mm of Kuzmin
and Salomonovich (Ref. 21) and at 4.3 mm of Grant,
Corbett, and Gibson (Ref. 22) and the large number of
measurements in the vicinity of 8 mm (Refs. 23, 26), it is
possible to estimate the value of T, of the model con-
sidered here that is most compatible with these terrestrial
data. Assuming that = goes as 1/A%, one readily finds that
the predicted integrated dark-side brightness temperature
spectrum obtained by assuming a T, value between 300
and 350°K best fits the data.

It is also instructive to compute the predicted phase
angle dependence of the brightness temperature at 19 mm
under the assumption that the atmosphere has been re-
moved. In this manner, a comparison with the terrestrial
3.15- and 10-cm phase data can be made. If the surface
temperature is assumed to be of the synchronous type
(see Eq. 45), then the integrated disc temperature vs
phase angle i (angle between the Earth and the Sun as
seen from Venus) is given by

Ty =T, + 2 AT cos i) (46)
m™

For the model with T, = 250°K, AT = 75°K, and ¢, = 3.0,
T, = 625 + 44 cos i

and for the model with T, = 350°K, AT = 85°K, and
€ — 4.0,

T, =625 4+ 48 cos i

The above variable factors are to be compared with the
41°K value of Drake at 10 cm (Ref. 27) and the 73°K
value of Mayer et al. at 3.15 cm (Ref. 28).

B. Scan 2 Temperature Anomaly

The premature drop in temperature that occurred in
both channels toward the end of scan 2 is very pro-
nounced, as can be seen in Figs. 19 and 22. As the fast
scan was not activated until after the first data sample
of FC 168, the abnormally low readings that occurred
after reading 5 of FC 167 cannot be due to a power-
switching transient. The effect of such a transient is
clearly seen in data line 2 of FC 168. Hence the observed
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anomaly must have been caused by an apparently lower
value of brightness temperature attributable to this re-
gion of the planetary disc. As the signal-to-noise ratio in
channel 2 was quite marginal, only the data of channel 1
will be discussed.

At the time the first anomalous data sample was made
(sample 6, FC 167), the beam spot defined by the 3-db
antenna response region was entirely on the planet. The
following data point (sample 1, FC 168) refers to the
beam spot being ~10% off the planet.

At the time sample 6 of FC 167 was taken, the beam
center intersected the planetary surface at close to 69.9
deg south latitude and 15.3 deg west longitude. The
terminator line is here assumed to be 0 deg longitude
and 0 deg latitude, defined by the great circle that has
its plane perpendicular to that of the optical terminator
and parallel to the orbital plane of Venus.

The Mariner infrared data also exhibited an anomaly
towards the end of scan 2 (Ref. 29). The measurement
of the infrared temperature distribution across the disc
of the planet by Murray et al. (Ref. 30) on December 14
also showed a definite anomalous feature in a region very
close to that pertaining to the microwave and Mariner
infrared anomaly. As thermal maps made before and
after the December 14 measurements indicated this
feature to be variable, the anomaly is assumed to be a
storm zone. With three different instruments detecting
the temperature anomaly, its existence appears to have
been definitely established. One interesting aspect of the
anomaly is that if one assumes that the brightness tem-
perature decreases in a step fashion midway between
data points 5 and 6 of FC 167, and if the cffects of beam
smoothing are included, a brightness temperature level
in the anomaly region of ~300 to 350°K fits very well
(see Fig. 19).

C. 13.5-mm Temperature

A model atmosphere consisting of only CO. and N.
under high pressure is not capable of matching both the
13.5- and 19-mm data. The simple isothermal-layer model
will not fit the data from both channels unless one as-
sumes that the opacity increases more rapidly than as v7.
It is possible to get a marginal fit if a model consisting of
melting ice spheres as suggested by Lilley (Ref. 31) and
Deirmendjian (Ref. 32) is assumed. However, for such a
model there appears to be conflict with the 4-mm data,
since the value of T for this model would be too low at
this wavelength. Another possibility is that the low 13.5-
mm temperature readings are due to line absorption.
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In an attempt to match the Mariner 13.5-mm data, the
simple cloud model, which met with fair success in
matching the observed limb-darkening ratios at 19 mm,
was modified to include line absorption. In developing
and testing this type of model, other data in addition
to those obtained from the Mariner experiment were
considered.

Most of the Earth-based microwave data pertaining to
the dark-side brightness temperature of Venus and lying
in the wavelength region of 4 to 100 mm are plotted in
Fig. 40 (see Refs. 20-28, 34, and 35). The Mariner values
plotted are extrapolations of the actual data, assuming the
cloud model for 19 mm and simply extrapolating the
suggested trend of the 13.5-mm data. The Mariner plots
also show the relatively broad RF bandwidth of the two
channels, that of channel 2 strongly affecting any inter-
pretation of the temperature values in terms of the
possible existence of line absorption.

A wavelength region of particular interest in Fig. 40 is
where A < 19 mm. As mentioned earlier, the region from
4 to 8 mm suggests the existence of a cloud-type absorber
at an effective temperature of 300 to 350°K. However,
the 11.8-mm data of Staelin et al. (Ref. 20) and the
Mariner 13.5-mm data are not compatible with cloud
absorption alone and appear to require the presence of a

molecule, or molecules, in the Venus atmosphere that
exhibit line absorption. In particular, the Mariner data
would appear to suggest the presence of uncondensed
water vapor, although there are a large number of mole-
cules that have resonance lines within the RF passband
of the Mariner instrument: methyl alcohol, formaldehyde,
ketene, isocyanic acid, nitromethane, and sulfur dioxide,
to name a few.

There have been several searches for the presence of
H.O in the atmosphere of Venus. Bottema, Plummer, and
Strong (Ref. 36) performed measurements in the water
vapor band at 1.13 microns. They require 98 microns of
precipitable water at atmospheric pressure to match the
observed modulation of the spectrum. Using wide-band
filter photometry at 1.4 microns, Dollfus (Ref. 37) derived
a Cytherean H,O abundance of 100 microns above the
effective reflecting layer. Both results appear to conflict
with the results of Spinrad (Ref. 38) unless it is assumed
that the measurements at 1 to 1.4 microns refer to a
region much deeper in the Venus atmosphere. An upper
limit of 100 microns for the amount of precipitable water
vapor above some assumed effective reflecting layer is
adopted here in the model calculations.

The assumed temperature-vs-height profile of the
model atmosphere used in the calculations of this Section
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Fig. 40. Venus dark-side disc temperatures and stratified atmosphere
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is shown in Fig. 41. In this model it is assumed that there
is an isothermal cloud-type layer of unspecified micro-
wave absorber at ~350°K, with the atmosphere being at
a constant subadiabatic index ¢ of 1.5 both below the
cloud and above to the point where the temperature has
decreased to about 250°K. From 250 to 200°K, the atmos-
phere is subadiabatic with an index of ¢ ~ 3.3. Above this,
the atmosphere is assumed to be in isothermal equilib-
rium at 200°K. The region with the high subadiabatic
index is the region of the upper cloud layer to which the
8- to 14-micron observations (Refs. 2, 3) are assumed to
refer. Also, the high value of the subadiabatic index
causes the pressure in this upper cloud to decrease fast
enough that at some nominal region in the cloud where it
might be assumed that the observed 1- to 2-micron radia-
tion originates, the integrated water above this region
would yield the observed upper limit of 100 microns.

The constraint of 100 microns of precipitable H,O
required the computation of this parameter for the model
described above. The amount of precipitable water vapor
above the clouds under one assumed model has been
performed by Menzel and Whipple (Ref. 39). A different
calculation was performed here in order to be more
adaptable to the model under consideration. From the
ideal gas law we have, for the water vapor density p, with
¢ the fractional number of H.O molecules and P the
total pressure,

_¢MP
T RT

where M is the mass of H,O in grams per mole under ideal
conditions. For a subadiabatic lapse rate,

Lyl y-1)
P_PO<TT> ! (47)
0

Hence

e’(T)MPoT[ ({=1)y+1]/(y-1)
- R* Tgy/(y—x)

(48)

For the isothermal region, the mixing ratio is assumed
constant. Hence

RTm, F7— Prexp[ —y(H— Hy)] (49)
where
__ R*T
n- 1\4g
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and where P, and H, refer to the base of the isothermal
layer. The total integrated water vapor in a column, or the
precipitable water, above a layer at a temperature T,
is then

S = /wpdh
ho

. Ty e;(T)ZWPOT[((—1)7+1]/(7~1) ZdT

+ /w R¥T, Pyexp[n(h—H.)] dh
H

_ f S(T)MP,TTE 1/ 0-0 ¢dT
T

¢ MP,
R*TSWV“ 8 +

»RT,

(50)

If the fractional amount of H.O is low enough, ¢ will not
depend upon T and we have

_¢MPK[, (T,\'rv7] , ¢MP,

S = “gmA* [1 <T> ] * R,

(51)
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In some cases, ¢ could be independent of T to a certain
height corresponding to some T'.. From here to T, it could
be a function of T if at T, the partial pressure of the H,O
is at the saturation pressure corresponding to T,. Assum-
ing the latent heat of vaporization to be essentially con-
stant from T, to T., we have for ¢

_BIIX100 ML/ 1 1
== 7p [F(m T)] (52)
if P is in dynes/cmz. Hence (letting x = M1/R*)
S _ eI MP“k 1 . —& oyl (y-1)
mgR* T,

nellM (1 1\Z
+ﬁ R*T eXP<273 T>ﬂdT

e

~
I
[}

@ -

L 4 MP,
7nR*Ty

R (B
&l () - ()]
- [1 + exp <2—§§):| In T—b} +

In the model assumed in order to explain the microwave
brightness temperature spectrum, the fractional amount
of H,O vapor was kept compatible with the saturation
vapor pressure corresponding to the temperature at each
point in the atmosphere.

6.11 M¢

+

=

€ MP,

53
BT, (53)

The expression for the absorption coefficient due to
H.O is given by (see Barrett and Chung, Ref. 35).

1.05 X 10-3Ny? exp (—
T5/2

644/T)

aH20 -

X [(v—vo)zA e (v+vo)2AV+ (Av)2:|

Ny Av (54)

+ 7.60X10‘52W

where

P/760

— 9
av = 262 X 10° s

(1 + 0.0046 p)  (55)

and p is the water vapor density in gm/m?®. Here, p can
be written in terms of the pressure and temperature
through the ideal gas law, resulting in

¢ P

p = 8.008 X 1077 2

where ¢, as before, is the fractional number of H,O mole-
cules, and P is the pressure in dynes/cm?. The absorption
coefficient can be written in terms of the pressure in
dynes/cm?, with the result

GH20 = 761 X 10_18

¢ Py?
T €Xp (—644/T)

X [(V—VOVAZr &yt (V+V0)2Al (Ay)z}

¢ PviAy

+ 550 X 10 <7

(56)

P

—9 -
58 X 10 rr7aisy

P
19 £
(1 + 1.384 X 10- KT>

(57)
For this calculation the atmosphere was divided into
layers of constant temperature and pressure. In general,

if the atmospheric temperature of level i is the brightness
temperature of T';, this level would be

Ty, =T I:l — exp(—of Axi)] (58)

Since this contribution is attenuated by the layers above,
there results

T, =T, [1 — exp(—a;" Axi)] exp(— fu’f Axi>

j=0
(59)
and adding the contributions of all layers gives

T, = Z T; l:l - exp(—a;“ AhiS)] exp(— Iz_laj" Ahi‘o‘)
i i=0
(60)
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If the surface contribution is included, there results for this model (see Fig. 41)

Tp=¢Tsexp[—(rat+ m+ 7+ s+ 7)8 ]

m

+ {Ta [1 - exp(—afoAhas)] + T,

i=1

=+ {Tbo [1 - exp ab Ahb -+

+ {Tco [1 exp(—a AhS :' + 3

{Td |:1 - CXp( (1,1 AhdS +Td [1 - exp(

=1

i=1

T

+ {Teo [1 — exp(—a} Ah, 8)] +

X exp[ —

i=

(re+m + 7 + 18] + T

where we are using an averaged curvature correction 8
(see Appendix C) given by

5 = \/Rp cos*# + 2R, H, + H: — R, cos §
B H,
also
nt
Te = Z af}“. Aha
i=o
™ = Z (1;,':. Ahy
i-n
P
T = Z afi ah,

[}

q
Z aji i Ah,

i=o

T4 =

Te = Z (lfiAhe
=

The specific parameters and equations used that are
pertinent to the various regions of the model assumed
here are given in Appendix C.

If one assumes that the results of Bottema et al. apply
to a column above a point where the atmosphere is at
least 210°K, then the maximum fractional number of
uncondensed H.O molecules for this model is ~2 X 10-%
(with P, = 10 atmospheres) for 100 microns of precip-
itable water. The integrated disc dark-side brightness
temperature spectrum for this model is shown in Fig. 40.
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[1 - exp(—a:‘iAhaS)] exp(—
i T, |:1 ~ exp(—aj, Ahbs)jl exp<ﬁ

Tc1 [l — exp(—af AhCS):I exp <__

T, [l — exp(—
1

Sar Aha8>}

j=0

f (lfj Ah(.8>} exp[—(r,,+rb)8]

j*(!

o Ah,,s):l exp < - f of Ah,ﬁ)} exp[ —(ra + 7 +7c)8]
i=e
al Ah,ﬁ)]exp(— f (13‘1. Ah.$ )}
ji=0n
(61)

The predicted temperature integrated over the channel 2
bandwidth and referred to the center of scan 2 for this
model is 480°K, which is considerably higher than the
measured value of 390°K.

The assumed amount of water was then increased to
the point where the predicted value of T, related to the
center of scan 2 was 390°K, in order to compare the
theoretical limb-darkening ratios with the measured val-
ues. The predicted ratios were clearly too small, yielding,
for example, a value of ~0.78 for r.., assuming a rough
surface and a surface temperature distribution of the
form T, = 700°K + 85°K cos ¢. The amount of pre-
cipitable water for this model above the 210°K layer is
~200 microns. Hence both the measured limb-darkening
ratios and the precipitable water value are incompatible
with the assumption that the low channel 2 temperatures
are due only to water vapor line absorption.

It is clear that if the precipitable water assumed for
this model is kept compatible with the results of Bottema
et al.,, Dollfus, and Spinrad (the former groups seeing
effectively almost to the surface of the planet), the 11.8-
and Mariner 13.5-mm results require a different micro-
wave line absorber. In this regard, the measurement of
Gibson at 13.5 mm (Ref. 40) is of interest. At first glance
one might assume that the Mariner channel 2 results are
in direct conflict with the much higher value of
520 +40°K quoted by Gibson. However, the preceding
discussion regarding the model considered in this Section
leads one to consider absorption lines due to molecules
other than H.O. For example, if one recalls the rela-
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tively broad RF bandwidth of channel 2 of ~2.5 Gc in
comparison with the value of 11 Mc for Gibson’s instru-
ment, a model that includes the beginning of strong line
absorption just short of 13.5 mm can explain the wave-
lengths and observations considered specifically here.
This suggests the presence of organic molecules in the
atmosphere of Venus, although other moleculesexhibit
lines in this region of the spectrum (Barrett, Ref. 41).

D. Cloud-Type Absorber

Kaplan (Ref. 42) first suggested the possible existence
of a higher-temperature cloud layer as a result of his
re-analysis of the Adams and Dunham spectra analyzed
by Spinrad (Ref. 33). His analysis led to the discovery of
two sharp Boltzmann rotational maxima, one correspond-
ing to about 300°K and the other to about 700°K, a
finding that implies a stratified cloud layer at a level cor-
responding to a temperature of about 350°K. He pointed
out that this implies molecules with CH bands, and,
since these absorb strongly at around 3.5 microns, the
required efficient greenhouse effect appears to be easily
possible.

In the analysis of this Section it has been found that
the ratios of the peak values of the three scans at 19 mm
require a cloud-type absorber at a temperature of be-
tween 250 and 350°K. The good fit that one obtains to
the 4- and S-mmm data by a 300 to 350°K cloud discussed
earlier is of interest in this regard. Also, as noted earlier,
the anomaly that occurred in scan 2 at 19 mm can be
explained by a step change in brightness temperature
to a value of 300 to 350°K, which could be interpreted
to mean that the clouds associated with the apparent
storm zone were becoming more opaque. The possibility
of line absorption suggested by the 8-, 11.8-, and 13.5-mm
data is, of course, compatible with the suggestion of
Kaplan regarding the cloud.

The peak temperature ratios measured by channel 2
are also of interest here (see Table 5). As noted pre-
viously in Section VI-C, increasing the fractional amount
of uncondensed water vapor until the peak scan 2 tem-
perature is matched not only predicts a degree of limb-
darkening that is much greater than that which was
measured, but also results in an amount of precipitable
water that is clearly too high. An estimated upper limit
of the fractional number of water vapor molecules that
would be allowed, based upon the channel 2 limb-
darkening ratios and associated probable errors alone, is
of the order of 1 X 10-*. An interpretation of both the
measured limb-darkening ratios and brightness tempera-
ture values observed at 13,5 mm is that the molecules

that are creating the line absorption at A < 13.5 mm must
be essentially condensing out in the region of the at.
mosphere where T > 350°K in such a manner that
absorption by the vapor form of the molecule is creating
negligible absorption at points in the atmosphere where
T < 350°K.

Since there appeared to be fairly substantial evidence
suggesting the existence of a microwave-absorbing cloud
layer at 300 to 350°K, it was instructive to consider the
possible existence of such a cloud to the extent of deter-
mining what general types of molecules might be produc-
ing it. Two constraints that the substance or substances
comprising the cloud must satisfy are that they con-
dense or polymerize in the vicinity of 300 to 350°K and
that the dielectric coeflicient of the cloud droplets or
particles must be such that microwave energy will be
absorbed. Another constraint suggested by the 13.5-mm
limb-darkening ratios is, of course, that some of the con-
densing or polymerizing molecules also exhibit line
absorption when in the vapor state. A condensation cloud
was considered here.

Some information regarding the probable types of
molecules required if a condensation cloud is assumed
can be obtained from the expression for the saturation
vapor pressure of gas, namely

Mi/ 1 1
o= Poexp [F <T B T)] (62)

which is merely an integration of the Clausius—Clapeyron
equation assuming that £, the latent heat of evaporation,
is constant throughout the temperature range of interest,
where M is the molecular mass per mole, R* the univer-
sal gas constant, and P, the vapor pressure of the gas at
some temperature T, If the fractional number of organic
molecules being considered is ¢, then

_— Mi/1 1
P('—EPT—POeXpljF<,—T—“ T>} (68)
Now for condensation to occur we need
Mi/1 1
E’PT > P() exp [—B? <,—1,:‘ - 7;)} (64)
or
P Mi/1 1
— 0 fabiniiad Bl 6
In=2p, < ® (T TO> (®)
Choosing P, = 1 atmosphere, then
_ 1 M/l 1
=5 <& (T T“> (66)
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One can compute the required surface pressures for
various organic molecules for an assumed adiabatic lapse
rate or a subadiabatic lapse rate with a subadiabatic
index of 1.5. The results for a number of molecules are
tabulated in Table 7. The values for £ and T, were
obtained from the Handbook of Chemistry and Physics,
38th edition (The Chemical Rubber Publishing Co.) and
the National Bureau of Standards Circular 500. A model
atmosphere of 5% CO. and 95% N, was assumed.

It is clear that if the cloud is a condensation cloud,
then very heavy, complex molecules are required if rea-
sonable pressures are assumed. Based upon the 12.5-cm
radar observations, Thaddeus (Ref. 43) has computed an
upper limit of ~240 atmospheres for the surface pres-
sure, assuming an atmosphere containing 5% CO,. As
seen in Table 7, this value of surface pressure requires
fairly complex organic molecules even if an adiabatic
lapse rate is assumed. Other estimates of the surface
pressure have placed it at much lower values (Ref. 44).

As mentioned previously, an additional constraint on
the cloud material is that of the ability to absorb micro-
wave energy. If the cloud particle size is small (ie.,
& = 2xa’/x is small, where o’ is the particle radius and A
the wavelength) then the expression for the absorption
cross section Q (Ref. 45) is given by

Q = 4 &(C, + Cut* + Cst?) (67)

where
C=TorTe (69)
Vet 2t
_ € 3(753 + 4e, — 20 +7&) 25
C2—15l: [(€T+2)2+€i]3 +(2€T+3)2+4€f+1

(69)

(& = 1)2(er + 202 + 2 [2er — 1), +2) — 9] + ¢

€. = [ + 27 T <]

(70)

In order for a cloud of solid particles to attenuate
microwave radiation from the surface sufficiently, an
extremely dense cloud is required, since ¢ is usually
much smaller than ¢, in solids. However, for liquids,
can be comparable to ¢,, particularly if the critical wave-
length of the substance lies in the wavelength region of
interest. This would result in a cloud of reasonable
density or total liquid content. Many organic molecules
have critical wavelengths in the centimeter region
(Ref. 46) and many of these may have the required char-
acteristics for condensation.

A more likely possibility is that the cloud consists of
liquid polymers. One would strongly suspect that in such
a form the molecule would be a more efficient microwave
absorber than in the monomeric form. A polymer cloud
would not impose the serious constraint involving extreme
surface pressures that the condensation cloud does.

Table 7. Required surface pressure for condensation cloud

Surface pressure, atmospheres
Molecule . /,‘:;h i a%'/g I°ﬁ T. = 300° K T, = 350° K
=10 =15 =10 F=15
At 15°C
Methyl alcohol 32 262.8 337.7 440 2000 1835 6320
Acetonitrile 41 174 354.8 364 1670 1043 3600
Formic acid 46 120 373.6 361 1650 729 2505
Nitromethane 61 135 374.2 144 658 732 2520
Ethanol 46 204 351.4 252 1150 1200 4140
Allyl alcohol 58 163 370 112 510 560 1930
Propionic acid 74 98.8 4141 75 344 238 819
Acetic anhydride 102 92.2 412.6 31 142 150 515
Butyric acid 88 114 436.5 12 55 69 235
Butyl alcohol 74 141 390.5 36 165 420 1450
p—. Anethole 148 71 508 1.3 6.1 12 42
Carvacarol 152 68 510 1.7 7.9 1R 38
p—. Cymene 136 68 450 127 58 62 214
At 25° C
Pentane 72 87.5 309 1620.6 7400 4368 15033
Hexane 86 87.5 3417 451.1 2060 1632 5617
Heptane 100 87.2 371.4 116.1 530 576 1982
Octane 114 86.8 398.6 30.7 140 204 702
Nonane 128 86.5 423.8 7.3 33 64.8 223
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Vil.

In this Section the results of the analysis of the pre-
ceding Sections are summarized. Several types of obser-
vational and research programs are also suggested.

A large portion of the results of this analysis was
presented at the session on Planetary Emissions of the
Third Western National Meeting of the American Geo-
physical Union, held at Boulder, Colorado, December 28,
1963 (Ref. 47). Preliminary results regarding the isother-
mal layer and specular surface were presented in a lecture
at Philadelphia, Pennsylvania, May 21, 1963, as part of
the lecture series, “Space Age Technology.”

A. Summary

The three scans of the planet Venus obtained by the
microwave radiometer aboard the Mariner II spacecraft
exhibited a strong limb-darkening effect at 19 mm and
very little, if any, at 13.5 mm. Analysis of the degree of
limb-darkening at 19 mm results in the conclusion that
a hot surface emitting specularly in combination with a
nearly isothermal or cloud-type layer at 250 to 350°K
more closely matches the data than other model atmos-
pheres studied. A consideration of the terrestrial 4.3- and
8- to 8.6-mm data results in a more likely temperature
for the cloud of 300 to 350°K. Additional support for the
existence of such a cloud layer is indicated by the anomaly
detected toward the end of scan 2. Such a cloud strongly
suggests the presence of heavy hydrocarbons or complex
organic molecules as proposed originally by Kaplan (Ref.
42) to explain the two rotational maxima observed in
the spectra obtained by Adams and Dunham.

The formulation of a model yielding an upper limit to
the fractional number of water vapor molecules con-
sistent with 100 microns of precipitable water is inade-
quate to predict the low temperatures observed at
13.5 mm, whereas increasing the fractional amount of
H.O until a match to the scan 2 temperature is obtained
results in limb-darkening ratios that markedly disagree
with the measured values. A small fractional number of
water molecules can exist in the atmosphere of Venus,
but another microwave absorber of the type that exhibits
strong line absorption in the region from ~21.0 to 23.5
Gce and that condenses or polymerizes at T > 350°K is
required. Since a condensation cloud requires extreme
surface pressures, it is more likely that the cloud is
composed of liquid polymers.
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SUMMARY AND RECOMMENDED PROGRAMS

The specular-type surface that best fits the data is one
with a dielectric constant of between 3 and 4 which is in
good agreement with the value of ~3.5 obtained by
Muhleman (Ref. 48) utilizing the radar data. Since the
presence of high-pressure CO, tends to decrease the re-
sultant limb-darkening of a specular surface in combina-
tion with a cloud-type absorber of lower temperature, it
is unlikely that the surface pressure can be very high.
An upper limit of about 100 atmospheres for an atmos-
phere containing 20% CO, and an adiabatic lapse rate
is obtained. Allowance for subadiabaticity decreases the
maximum surface pressure.

Under the assumption of a synchronous-type surface-
temperature distribution, the 19-mm data lead to an
equation of the form

T, = 700°K + (80 +5)°K cos ¢

for the 250 to 350°K cloud-layer model. The number and
precision of those scans obtained were not sufficient to
detect any shift in the surface minimum with respect to
the anti-subsolar point.

B. Recommended Programs

The Muriner results suggest several specific research
and observational programs that are required to further
increase our knowledge of the planet. These include lab-
oratory and theoretical studies, Venus observational pro-
grams, and probe experiments.

The indicated abruptness in the spectrum predicts the
presence of absorption lines suggesting a very fruiiful
measurement program involving the search for lines in
the vicinity of 13.5 mm and shorter. As the atmosphere
appears to be opaque at wavelengths shorter than 8 mm,
the most fruitful search region would appear to be
between 8 and 15 mm. Such a program should yield
information of considerable worth in regard to estab-
lishing the existence of molecules other than CO; in the
atmosphere of Venus, and particularly, should shed light
on the identity of the molecule or molecules that are
apparently forming the liquid polymer cloud at
T ~ 350°K. If there are a large number of absorption
lines, it may be that pressure broadening and the signal-
to-noise ratios one must contend with in a terrestrially
based observation program may well require a multi-
channel or sweeping radiometer aboard a flyby probe for
positive identification.
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A comprehensive study of the dielectric properties of
liquid polymers that form in the vicinity of 350°K is
needed. This may require the measurement of the
dielectric properties of some polymers. Laboratory micro-
wave spectral line measurements should also be made.
Such a program, serving as a backup to the line search
program suggested above, should allow the identification
of some of the molecules comprising the cloud and lower
atmosphere.

Verification of the existence and temperature range of
the cloud layer suggested by the Mariner results is of
great importance because of the implications regarding
heavy organic molecules mentioned previously. Further
analysis similar to that of Kaplan (Ref. 42) in the 8000 A
region will certainly shed more light in this regard. As
the constraint of being a microwave absorber is an im-
portant one, verification of this characteristic of the cloud
layer is necessary. Even if sufficiently high-resolution
measurements in the microwave region utilizing extensive
interferometric arrays become possible, a direct micro-
wave experiment involving an atmosphere entry capsule
is desirable.

An experiment involving the detection and measure-
ment of some of the pertinent parameters of a microwave-
absorbing cloud was conceived shortly after a paper was
presented by Sagan (Ref. 49) in which a liquid-water
cloud model for Venus was postulated. In view of the
results of the Mariner II data, serious consideration
should be given to an experiment that would consist of
the placement of a simple crystal video microwave radi-
ometer on a parachute-borne Venus entry capsule. Since
the wavelength of operation would be 4 mm (here, the
integrated opacity of the suggested 350°K cloud would
be about 3) the instrumentation involved could be very
small and light and could require low power and sample
rates.

If the contributions to the brightness temperature of the
microwave absorbers other than the cloud are neglected,
and if we consider a radiometer switching between
upward- and downward-pointing narrow-beamwidth
horns, the resultant signal will be proportional to

Ty =T, (e — e M) Ty e (t*- (T1)
where we have assumed a uniform, isothermal cloud of

absorption a* per km for simplicity, where ¢* is the cloud
thickness and x is the distance the radiometer penetrates
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the cloud as measured from the cloud top. A study of this
“input-switched” mode shows several cloud-detectability
criteria. For example, T measured prior to entering the
cloud could be compared with T, after having passed
through. One finds that the minimum value of Tx ob-
tained while the radiometer is in the cloud compared
with the value of Ty either before or after the cloud has
been entered is very sensitive to a*. Denoting ATma, as
the difference between the value of Tp obtained after
passage through the cloud and the minimum Ty in the
cloud, it can readily be shown for the simplified model
under discussion that AT, is given by

AT = T, = T [1 — exp (— a*t*)]

a*;t*) (72)

— O\THCT, = T.) exp (—
One finds that if AT .. is to be used to establish a value
for a of the cloud with any certainty, » must be less than
about 9. The limiting value of a*, of course, depends
upon the sensitivity of the radiometer (which is depend-
ent upon how fast samples must be taken) and upon the
accuracy required in the determination of o*. The result-
ing expression for the allowed value of AT,.. of the
radiometer is

AT s = 8*
e a*t*
X [\/_“T,.(CTS —T.)exp <~ 5 ) ~Tcexp(— a*t*)] Aa*

(73)

AT s ~ 21°K. This is well within the state of the art
for a simple crystal video-type radiometer, considering
the time constant values one could use. The cloud model
used in the computations, of course, has been consider-
ably simplified. If absorption by high-pressure CO. is
allowed, for example, the problem becomes much more
complex,

The apparent smoothness of the surface at 19 mm
needs further verification. A comparison of the radar
characteristics of the Moon and Venus at shorter wave-
lengths would be helpful in this regard, although utiliza-
tion of the Earth itself as a target for air- and satellite-
borne radiometers would yield more reliable quantitative
results. The latter program is essential if future planetary
flyby and orbiter missions are to be optimized.
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NOMENCLATURE
effective area of receiving antenna m
defined by Eq.(B-12) M,
particle radius N
a constant relating the antenna beamwidth to P
the width of the sin® x/x* function P

0

velocity of light P,P,P.
defined by Egs. (67) through (69)
specific heat at constant pressure of gas
defined in Fig. 14 P,
deflections at outputs of radiometers 1 and 2 p
respectively, when alternately looking at cold !
sky and at the absorber disc P
deflections at outputs of radiometers 1 and 2
respectively as noise radiator is turned on and P*,
off
noise figure of audio amplifier P}
acceleration due to gravity
gain of receiving antenna Py
defined in Fig, 14 0
defined in Eq. (38) R*
height above the hard surface of Venus ;
height of top of atmospheric region A above R
hard surface of Venus (see Fig. 41) ?
height of top of atmospheric region B above the RC
hard surface of Venus, or base of region A s
(isothermal region) s*
phase angle; angle between the Earth and the T
Sun, as seen from Venus .
defined by Eq. (39) .
defined by Eq. (35) AT,
=+ =1 T,
Boltzmann constant Ts
a factor (see Table 5 and Appendix A) to
= AT/Ay Ta,Tb,Tc

latent heat of evaporation

molecular mass per mole, in grams
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average mass of atom in atmosphere, in grams
crystal figure of merit

number of molecules of H,O per cm?

pressure

vapor pressure of a gas at some temperature T

pressure of the atmosphere at levels A,B,C. (P,
also refers to the atmospheric pressure at the
base of the 235°K isothermal layer.)

assumed surface pressure of Venus in terrestrial
atmospheres

total pressure

received power at detector due to source of
brightness temperature T

power change due to the internal calibration
noise tube being turned on

power change caused by scanning the
radiometer from sky to the absorber disc

power change caused by scanning from cold
space to the planet Venus

defined by Eqgs. {38)

universal gas constant

defined in Fig. 53

radius of Venus (to the hard surface)

output time constant

defined by Fig. 14

sample deviation

total waveform time base

time

cloud thickness

antenna temperature of planet

assumed atmospheric layer temperature
brightness temperature

time to increase fromV =0toV =V,

temperature of the atmosphere at levels A,B,C.
(T. also refers to the temperature of the iso-
thermal layer above the clouds, in the simple
model.)
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NOMENCLATURE (Cont’d)

T... effective antenna temperature of calibration

signal

T, Dbrightness temperature of the absorber disc

T’D = [TD - TSRY (0’ ¢" V)]

T.na brightness temperature of the ground

Tiso=T; assumed temperature of the ith isothermal

region of the model atmosphere

Ty effective brightness temperature of the noise

radiator

Tr reflected atmospheric radiation

AT,n; minimum detectable rms change in antenna

temperature

T, temperature of the hard surface of the planet

Ty brightness temperature of the sky
Tspace  brightness temperature of space

Tsun brightness temperature of the Sun

T, assumed brightness temperature of Venus

T =[Tv(0 ¢,v) = Tepace (6, ¢, v)]
U(t) Heaviside function

V, peak value of the assumed trapezoidal voltage

AV.. voltage change at output due to excitation of

internal calibration noise tube

AVgis. voltage change at output due to moving radi-
ometer from cold sky to the absorber disc

Vin input voltage to RC circuit

Voue output voltage of RC circuit

Ve preplanet voltage probable error due to the
combined effects of noise and the finite analog-

to-digital window width

V,-» peak-to-peak voltage error

AV.., rmsnoise voltage at the radiometer output

V(t) voltage output of an RC circuit if the input

voltage is V,(t)

x  distance the radiometer penetrates the cloud

x;, measured voltage value at time of data point

x;, theoretical value at time of data point
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o*

Bo

,BSun

B ;un

By

€q
€¢1Ts
€h

€

€nd

assumed input waveform to an RC integrator
assumed complex input signal to circuit
output waveform of RC integrator

assumed complex output signal from circuit

impedance of the capacitor in the integrator
circuit

circuit parameter converting antenna
temperature into voltage

absorption per km

ratio of the absorber disc deflection to that of
the internal noise tube

ratio of the output deflection caused by scan-
ning the Sun to that of the internal noise tube

ratio for the Sun corrected for noise tube
changes in the instrument prior to final
calibration

ratio of the output deflection caused by scan-
ning Venus to that of the internal noise tube

ratio of specific heats
the ratio B8v/8n, etc.

bistatic scattering coefficient, horizontal
polarization

bistatic scattering coefficient, vertical
polarization

atmospheric absorption path length factor
emissivity of the surface

the fractional number of molecules being
considered

emissivity of a perfectly diffuse surface
surface brightness temperature
horizontally polarized emissivity

imaginary component of the complex dielectric
coefficient of the surface material

emissivity for the predominantly diffuse case

real component of the complex dielectric
coefficient of the surface material

vertically polarized emissivity
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NOMENCLATURE (Cont’d)

subadiabatic index of atmosphere

the near field antenna correction factor
conventional polar and azimuthal angles
wavelength

frequency

effective prediction bandwidth of calibration
signal

the parameter 2= a’/A, where (@’) is the particle
radius and A is the wavelength

water vapor density
variance

integrated opacity of a microwave-absorbing
layer

integrated opacity of the atmosphere down to
some point above the cloud tops

QI), QX

Qs

QSun

st_v

Qv

integrated opacity of the atmosphere down to
the cloud tops

noise tube-standard gain horn coupling factor
parameter defined by Eq. (B-21)

angular frequency

solid angle

solid angles of the absorber disc and the noise
radiator respectively

solid angle subtended by the atmosphere at
the surface

solid angle subtended by the Sun at the Earth

solid angle subtended by the unobstructed
terrestrial sky

solid angle subtended by the planet Venus
at the spacecraft
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APPENDIX A

In the development of the RC time constant restora-
tion formula, it is assumed that the radiometer integrator
circuit can be represented by a simple RC circuit. A
careful study of the calibration waveforms indicates that
the actual output response of the integrator could not
have differed markedly from this. With the indicated
input and output we have (Refs. 50 and 51)

y(t) = / " x(t — =) h(s) dr (A-1)
and
(t— 1) = 2—17 :X(jm) et 4y (A2)
Hence
0= o f ” / " X(jw) 77 h(s) do dr
= -21; / :X(jm) H(jo) /' du
o [ ¥(io) ot do (A-3)
where ’

Y(ju) = X(jo) H(jo)
For the assumed RC circuit, with H(jo) defined as

Vout/Vina
Vi \ L
R+ L JiC
N 17, juC
1 A4
T+ uRC (A-4)

46

Hence
Then the input is related to the output by
x(t) = Zi - Y(]w) (1 + ]wRC) el doy
or
— dy
x(t) = y(t) + RC == 3t (A-6)

This equation was used to remove time-constant smooth-
ing effects from the smooth curves drawn through the
data points,

For the alternate approach to the data reduction, the
equation relating the output in terms of the input to an
RC integrator circuit was required. It is easy to show that
for an integrator circuit and a step function input,

h(r) = g 7 (A-T)

Therefore, using Eq. (A-1),
= e A8
v = [ xtt— ) “ggds (A8)

Letting a(t) = x(t) normalized to unity at midscan, or
x(t) = ka(t)

there results

y(t) = / exp RE‘/RC) & (A-9)



APPENDIX B

The assumed expression for the absorption coefficient due to CO, in the presence
of N, was (see Ref. 5)

* 2 P2
ay v¥ Plo,

P ’ 2P2
o, = ——7———<1 + 0.378 5= >Cm'1 = ‘%TV_T‘ (B-1)

Pco,

where

4 ”? P
ay = ated,, <1 + 0.378 -2 >

Pco,

— PCOz

’
al = 8.89 X 10
In order to obtain equations compatible with either an adiabatic or subadiabatic

lapse rate, a subadiabatic index (¢>1) was assumed, where the true temperature
lapse rate would be ¢!, the adiabatic lapse rate.

Hence
oT _ g
e (B-2)
Then
T=T, — % h (B-3)
where
—y—1 mg
B = » A

v being the ratio of specific heats. For the pressure variation with height, we note
that, assuming an ideal gas, or

P = nkT
we have
dp _ ,dT dn

Since

dP _

e

dn _ 1 dp

dh = m dh
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there results

=-BE L K ()
and
. dh g = — de (B-6)
B
Integrating from 0 to h and from p, to p, there is obtained (see also Ref. 9)
P=P, (%)‘”"‘” (B-7)
The brightness temperature is given by
Ts = Ts exp(— Tmaxd) + [/T:' T exp(—1748)8 dT:l exp(—7; 8) + T
X [1 —exp(—7, 8)] + Ts (B-8)

where T is the contribution to Tj of the atmospheric radiation that strikes the
surface, is reflected, and is then attenuated by the atmosphere above the surface.

Also

__ VR cos’d + 2R,H + H* — R, cos §
o H

b (B-9)

with R, the radius of Venus (to the hard surface), and H the height above the
surface. For the midpoints of the scan, § is approximated by sec 6.

Since

He ) 4
n=/aﬁ=%g/”dh (B-10)
h T*

making the substitutions

T 2Ly/(v-1)
2 — 2 _
P _m(n>
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results in
_ alv Py (7 T(l(2t-2.0y+2.71 [ (y-D-1} T
Ta BTEN/A-D [
v P (y—1
- B Tgézzv)/(v-n ( a >(Ta/(7_l) — Ty o) (B-11)
where
a= (% —2T)y+217 (B-12)
Hence
_ay VP L(y—1) v | (Ls Sl
= Frperg (1) e

which reduces to the adiabatic expression used by Barrett (Ref. 5) when ¢ = 1.
Some simplification results if we let A be defined by

O A ¢
B T,2en/ -
For the isothermal portion
, ® (X; v [ N o - u’o vaz
(Tiso)max:-rc :A adh:f"'—/{ Pc C‘Xp['—...'r](h—Hr)]dh—W
(B-14)
Since
P‘;’ a/(y-1 Pi‘ — Pé
Fama LT = Famees TR (B-15)
then
C g fy e BTy
Tmax — 7':. {1 =+ a [<T0> 1 (B-].G)
Also
Lo v P; a/(y-1) ~
a*Tdh:_WmT -1 dT (B-17)
Finally

Ts = T, exp (— Tmax S€C ) + A exp (—. secf) /T“/“/‘” exp (—r, sec 0) sec  dT

+ T, [1 — exp(— 7, sec 6)] + T (B-18)
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Note that an infinitely narrow antenna beamwidth has been assumed. Even more
important, since we have assumed an ideal gas, no allowance is made for the
variation of C, with P and T, which is caused by the fact that the gas is not ideal.
Any departure from the assumption of an ideal gas, such as utilizing the fact that
y = v(P, T), would in fact require a rederivation of the pressure-temperature
relationship of Eq. (B-7), not only in the requirement of one of the other forms
of the gas law, such as the van der Waals equation, but also in the requirement
for modification of the temperature equation (B-3). Such a refinement was not
justified.

The reflected radiation term, Tk, will of course depend upon the character of the
surface. Basically, several possibilities exist: the surface is perfectly rough (a diffuse
scatterer), perfectly smooth, or somewhere between these two extremes. If the
surface is perfectly smooth, then the Fresnel reflection coefficients (Ref. 52) can
be used leading to

2
(cos 6 — Q" cos %) + Q sin?

¥
2
(cos 6 + Q" cos —g— + Qsin® -ll;—

@ =1—- (B-19)

2 2

<e, cos § — Q™ cos %) + (ci cos 6 + Q* sin %)
o =1— - _ - . (B-20)

<€r cos 0 + Q" cos %) + (e; cos § — Q% sin %)

where

Q = [(er — sin®0)? + &]™ (B-21)
¢ = tan (ﬁ) (B-22)

and ¢, and ¢; are the real and imaginary components of the complex dielectric
coefficient of the surface material. For this case, Tz becomes

Ti(6) = ¢[1—<(6)]A exp {— [cA (%) o/ 4 ] sec 0}

Ts —
X / T -1 exp [CA (%) Ta/(r-1) gec 0:| sec 6dT
T

+ [1—6)]Tc [1—exp(—, sec §)] exp[ — (v + Tmax) seC 9]
(B-23)
If the surface is not a perfectly diffuse scatterer, the emissivity or reflectivity
will depend upon the bistatic scattering coefficient of the surface. The expression

for the emissivity becomes (see S. N. C. Chen and W. H. Peake, Ref. 53) for the
predominantly diffuse case

€pd — ]. - :1']‘;:/ ['Yh(on,(#o,es,d)x) + ')'1!(0n,¢n;0x¢~)] dQs (B_24)

where y, and y, are the bistatic scattering coefficients and where (6o,40) and (6:,¢.)
refer to the direction from which radiation impinges on the surface and the




direction into which radiation is scattered, respectively. The subscripts h and v
refer to horizontal and vertical polarization, respectively. The reflected atmospheric
radiation T is then given for the predominantly diffuse case

T =lA / (1 —¢4q) €Xp {— [{A (2’%) T Y1) §(85) + Tmax SEC 0:]}
Ql

X { / " oo exp [{A <z;—l> T -1 8(08)] 3(6,) dT} dQ,
TC

+ /9 (1~epq) T {1 — exp[ =% 8(6:)] exp[ — 7, 8(6s) + 7max SEC 0]} dQ;

(B-25)
If (see Chen and Peake)
% (cos 6, + cos 6;) B-96
¥(0,5) = ) cos 6, ( )
then
00 =1— v, <% + 5 sec oo> (B-27)

At 15Gc, y, ~0.070 (see R. C. Taylor, Ref. 54) and hence at # =0, 0.833, and 1.0492
radians, ¢, = 0.973, 0.978, and 0.966 respectively. Considering the Mariner data,
these values are sufficiently close that the complex expression of Eq. (B-24) can be
replaced by the idealized diffuse-scatterer approximation to the surface. Hence

Te~ (1—e) Aexp {— [CA (7—;—1> TY 1 § 4 rpax s€C 0]}

r, y—1 -
[ o[t (152 oo ] ar
Te

+ (1—e)Tc [1 — exp(—7, 5)] exp [ — (8 + Timax SEC 6)]

(B-28)
where
— 9 (w2 VR cos’d + 2R,H + H* — R, cos ¢ o
3‘7£ H
_2(RAHN [ a1
~—;( i )/} [\/1 k2 sin% (R,,+H cosd | do
(B-29)

with k =R,/R, + H. An average H has been assumed, a simplification justified by
the data. The first integral, being an elliptic integral of the second kind, is tabulated
for values of k, and with the models of Venus considered here, there results § ~ 2.
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APPENDIX C

The parameters, equations, etc., pertinent to the various regions for the multi-
layer line absorption model are (see Fig. 41)

Region A
H, — H, = 60 X 10°cm
. Ha _ Hb
A
m=19

E; Pa,l-v2 exp ( - 6;4> A
. i, a Va;
ok = 7.61 X 10 [(v—m,)z F (Av«zﬂz]

36 :l Pai a:J V2P2i
550 X 10 S 4 S

P, = Puexp { —n. [Ho—Hy—(i+1)ah,]}

1

P P <Tub> ey /-1
ab = be\ v
Th('

_ mg
kT,

and

2.58 X 10° P, {
Ay, = C

! P,
' W 1+ 1.384 X 10 fa z}

kT,

if Ay,, was computed to be greater than Ay = 3.18 X 10*.

If Av,, was computed to be < 3.18 X 10¢, then Av,; was set equal to 3.18 X 10°.

T, = 200 = Ta
Tbc = 250
Cb =33
Region B
Hb - Hc = (Tbv - Tu(’) éﬁ
B
_y—1lmg
18 - y k
_ Hb — Hc
ahy n+1
n=9
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; p e 644
€; LoV exp| — T— A
3, = 7.61 X 107 . o ]
%, = - T3 (v—vo)2 + (Ay,)"

+ 5.50 X 10-3¢ &; Pov*Aw, o v* i,

5/2 3.7
T\I;i Tbi
r—
Ebi — €
p p Tbi (g, 7/ (y-1)
b; ¢ Tb(-

1

Tb. = Tb(; — -g; [Hb — Hc - (l + 1)Ahb]

258 X 10° Py, ’1 1,884 X 10-19 €; Pbi}
Bwp, = (T, /318)0-% { + L kT,
Region C
He— Hy= (T, — Ty) &
B
. Hc - Hd
ahe p+1
p=9

62«; Pci"z exp(— 2—?;4>

1

aX = 7.61 X 10-3

Tgf
X Al’ci + AVci ]
I:(v*vo)2 + (Avci)2 (v+vo)? + (Avci)2
céi Pcingvci
+ 5.50 X 10-3¢ ———Tg/:,—
o vagi
TE?

2.58 X 10° P,
(Tci/318)0'625

_ Tci -1
i Td

T., = To— £ [H. — Hi— (i + 1)ah.]

¢ P,.
9 i~ Ci
(1 + 1.384 X 1070 2 )

€

AVci -
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Region D
Hi—H, =X
nd
Y =
= mg
K de
_H;—H,
ahg qg+1
q=9
€, Pdiv"’ exp <— i;é)
d
af, = 7.61 X 103 T
> AVdi 4 Avg :|
[(V—V0)2 + (Avg;)?  (vtw)® + (Avg)?
6 é:l,i Pdil’zAVdi
af) vzpﬁi Td
T3 (g +1)Ah,
Pdi = P(Ip exp{—m[Hd ha Hc ha (‘l + l)Ahd]}
dii = 54,1 = e'c
Ay, = 2238 X 10° P, <1 +1.384 X 1070 % Pas di)
3 (Td/318)0'625 k d
- v Y
e et 158 X 10°
T15.8 = 0185
Region E
H, = (Ts -y %)
_ _H.
ahe =31
r =49
e'ei Peiv2 exp <—“ 2,44>
af = 7.61 X 107 &

T3

[ Ave Ave.

X ¢ -+ &
(VMVU)- + (AVei)Z (V—i_”o)2 + (Avei):|
e'ei P"i"zA"ei

+ 550 X 1070

o 2p2
o, vPei

5.7
TS,
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258X 1P,/ | 1384 X 1070 ¢, Pei)
Avei - (Tei/318)°‘625 ( kTei

T, \ 670
Pei = P, T

= B ,
Te,=T,— 5 [He— (i+1)ah]

e = & =15

Since the line absorption model discussed in Section VI involved calculations
with @ varying from 0 to 90 deg, the approximation leading to the usage of sec ¢
could not be used. In our case (see Fig. C-1), we have for the optical path to the
observer (neglecting refraction) from the point P

X; =X — X

x = V/R2 cos*4 + 2R,H, + H: — R,cos¥ (C-1)
%o, = VR? cos? 0 + 2R;h; + h? — R,cos 8 (C-2)
Then
x; = VR cos? 9 + 2R,H, + HZ ~ \/R? cos® 6 + 2R,h; + h? (C-3)
Defining
%
=W, —h

Fig. C-1. Allowance for curvature for a
stratified atmosphere
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we have
Ax; = 8, Ahi

For region B, for example, there results

VRE cos? 6 + 2R,H, + H; — \/R? cos® 6 + 2R,hy, + hi,
H, — hy,

Axbi = Ahbi
(C4)

where

> hy, + H.+ Hy + H, (C-5)

j-i+1

In order to simplify the problem somewhat, an average curvature factor was used,
namely

R2 cos*9 + 2R,H, + H> — R 0
508 = VR? cos pHa 2 » COS (C-6)

In view of the accuracy of the data, this simplification was felt to be justified.

The expression for T, used for this model was that appropriate for reflection
from a smooth surface. Here, Ty is given by

Te=(1-~¢) {Ta [1 — exp (— AR, 8] exp |:-— (Z a:iAha +rmtret et + Tmu> Sil
=1

j=i+1

+Te 3 [1 — exp ( — aXAh8)] exp|: ( S af Ak +m 1o o o+ rm,)s}
+ Ty, [1 — exp (—a;‘OAhb 8)] expl:— (g ag‘iAh;, + e+ g+ e + 'rmax> S:I

+ 3 To,[1— exp (= af,ahs )] exp [— ( S oAy e bt fmu>s]

+ Teo[1 — exp (— o, ke 3)] exp[ (i af, ahe + 4 + 7o + m) s:I

1=1

+ Z T []. bt exp(— O.c Ah 8)] exp [ ( 3 atiAhc + Td + Te + 7max) 8]

j=ist

)

T

[

+ Ta[1 — exp (— a;"o Ahy 8)] exp[ ( af Ahg + 7. + rm,> 8]

/‘\

j=t+1

ol ah, + r,m> sjl

+ 3 Te, [ — exp (— o, ah, s)]exp[ ( S af ah, + T,,,.,> s]}
i=1 j=i+1

+ TaZ[l — exp (— o, Ahgd)] exp[ Zq ag, Ahg + T + Tmnx)8:|

[v]*

+ Teo[1 — exp (— ol AR, §)] epr: (

1

I
[

(C-7)
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